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1.  Introduction 


We  address  the  problems  of  visual  representations  for  large  amounts  of  video  stream  data,  of  dynamie  three- 
dimensional  (3D)  urban  seenes,  eaptured  by  a  eamera  mounted  on  a  low-altitude  airborne  or  a  ground  mobile 
platform.  Applieations  inelude  airborne  or  ground  video  surveillanee  for  moving  target  extraetion,  automated  3D 
urban  seene  eonstruetion,  airbome/ground  traffie  survey,  and  image -based  modeling  and  rendering.  For  these 
applieations,  there  are  two  major  ehallenges.  First,  hours  of  video  streams  may  be  generated  every  time  the  mobile 
platform  performs  a  data  eolleetion  task.  The  data  amount  is  in  the  order  of  100  GB  per  hour  for  standard  640*480 
raw  eolor  images.  The  huge  amount  of  video  data  not  only  poses  diffieulties  in  data  reeording  and  arehiving  but  also 
is  prohibitive  for  users  to  retrieve,  review  or  to  proeess.  Seeond,  due  to  the  3D  nature  of  urban  seene  observed  by  a 
moving  platform,  we  will  have  to  naturally  and  effeetively  handle  obvious  motion  parallax  and  objeet  oeelusions  in 
order  to  be  able  to  deteet  moving  objeets  of  interest.  Most  of  the  existing  algorithms  using  ehange  deteetion 
assuming  planar  seene  or  stationary  eamera  will  fail  in  this  situation.  Compaet  seene  representations  and  effieient 
video  analysis  algorithms  are  eritieal  for  modeling  large-seale  3D  man-made  urban  seenes  with  fine  struetures, 
textureless  regions,  sharp  depth  ehanges,  and  oeelusions,  as  well  as  moving  targets.  In  applieations  sueh  as  aerial 
surveillanee  and  transportation  planning  during  an  emergeney  situation,  by  flying  through  an  area,  information  sueh 
as  the  loeation  of  an  abnormal  event,  the  speed,  flow  and  density  of  the  traffie  of  the  entire  area,  ean  be  immediately 
ealeulated  and  transmitted  baek  to  a  eontrol  eenter.  In  addition  to  the  dynamie  traffie  information,  eontext 
information  about  the  statie  objeets  (buildings,  roads  and  faeilities)  in  the  area  ean  also  be  deteeted  and  provided  in  a 
highly  eompressed  form.  Critieal  information  with  large  field-of-view  eoverage  ean  be  obtained  in  a  timely  and 
spaee-effieient  manner  for  immediate  deeision  making. 
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We  propose  a  eontent-based  3D  mosaie  representation  (CB3M)  for  long  video  sequenees  of  3D  and  dynamie  seenes 
eaptured  by  sueh  a  eamera  mounted  on  a  mobile  platform.  The  motion  of  the  eamera  has  a  dominant  direetion  of 
motion  (as  on  an  airplane  or  ground  vehiele),  but  6  DOF  motion  is  allowed.  We  have  developed  a  two-phase 
proeedure  for  this  goal,  as  shown  in  Fig.l.  In  the  first  phase,  a  set  of  parallel-perspeetive  (pushbroom)  mosaies  with 
varying  viewing  direetions  is  generated  to  eapture  both  the  3D  and  dynamie  aspeets  of  the  seene  under  the  eamera 
eoverage.  Bundle  adjustment  teehniques  ean  be  used  for  eamera  pose  estimation,  sometimes  integrated  with  the  geo- 
refereneed  data  from  GPS  and  INS  when  available.  A  ray  interpolation  approaeh  ealled  PRISM  (parallel  ray 
interpolation  for  stereo  mosaieing)  is  used  to  generate  multiple  seamless  parallel-perspeetive  mosaies  under  the 
obvious  motion  parallax  of  a  translating  eamera.  The  set  of  the  multi-view  dynamic  pushbroom  mosaies,  with  a  pair 
of  stereo  mosaies  as  the  minimum  sub-set,  is  a  eompaet  visual  representation  for  a  long  video  sequenee  of  a  3D 
seene  with  independent  moving  targets.  In  this  phase,  the  epipolar  geometry  of  the  multi-perspeetive  pushbroom 
stereo  mosaies  is  also  established  to  faeilitate  stereo  matehing  and  moving  target  deteetion  in  the  next  phase. 

Flowever,  the  2D  mosaie  representation  is  still  an  image-based  one  without  objeet  content  representations. 
Therefore,  in  the  seeond  phase,  a  segmentation-based  (“pateh-based”)  stereo  matehing  approaeh  is  proposed  to 
extraet  parametrie  representation  of  the  eolor,  stmeture  and  motion  of  the  dynamie  and/or  3D  objeets  (i.e.,  the 
eontents)  in  urban  seenes,  where  a  lot  of  planar  surfaees  exist.  In  our  approaeh,  we  use  the  faet  that  all  the  statie 
objeets  obey  the  epipolar  geometry,  i.e.  along  the  epipolar  lines  of  pushbroom  stereo.  An  independent  moving  objeet 
(moving  on  a  road  surfaee),  on  the  other  hand,  either  violates  the  epipolar  geometry  if  the  motion  is  not  in  the 
direetion  of  sensor  motion,  or  exhibits  unusual  3D  stmeture  otherwise,  e.g.,  obviously  hanging  above  the  road  or 
hiding  below  the  road.  Furthermore,  multiple  pairs  of  stereo  mosaies  and  loeaFglobal  spatial  eonstraints  are  used  for 
faeilitating  reliable  stereo  matehing,  oeelusion  handling,  aeeurate  3D  reeonstraetion  and  robust  moving  target 
deteetion. 

Based  on  the  above  two  phases,  a  content-based  3D  mosaic  (CB3M)  representation  is  ereated  for  a  long  video 
sequenee.  This  is  a  highly  eompressed  visual  representation  for  the  video  sequenee  of  a  dynamie  3D  seene.  For 
example,  a  real  image  sequenee  of  a  eampus  seene  has  1000  frames  of  640*480  eolor  images.  With  its  CB3M 
representation,  a  eompression  ratio  of  more  than  10,000  is  aehieved.  More  importantly,  the  CB3M  representation 
has  high-level  objeet  contents.  A  seene  is  represented  in  parametrie  forms  of  planar  regions  with  their  3D,  their 
boundaries,  their  motion,  and  their  relations.  The  CB3M  representation  ean  be  utilized  for  objeet  reeognition  and 
indexing. 

There  are  three  teehnieal  ehallenges  in  generating  a  eontent-based  3D  mosaie  representation  from  a  long  image 
sequenee.  They  are  (1)  robust  and  aeeurate  eamera  orientation  estimation  for  many  video  frames;  (2)  seamless  video 
mosaie  generation  with  obvious  motion  parallax;  and  (3)  aeeurate  3D  reeonstraetion  for  large-seale  urban  seenes.  In 
our  previous  study  (Zhu,  et  al,  2004),  we  have  proposed  an  algorithm,  ealled  parallel  ray  interpolation  for  stereo 
mosaieing  (PRISM)  that  generates  seamless  mosaies  under  motion  parallax,  for  statie  seenes.  In  another  pieee  of 
work  (Zhu,  et  al,  2003),  we  proved  by  theoretieal  analysis  that  with  parallel-perspeetive  stereo  mosaie,  depth  error  is 
eonstant  in  theory  and  is  linearly  proportional  to  depth  in  praetiee.  We  have  also  implemented  praetieal  methods  in 
eamera  orientation  estimation  with  external  orientation  measurements  (Zhu,  et  al,  2005). 

Based  on  the  previous  work,  we  have  made  the  following  three  signifieant  new  eontributions. 
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First,  we  extend  the  previous  work  on  stereo  mosaies  from  statie  seenes  to  dynamie  seenes,  thus  allowing  the 
handling  of  independent  moving  objeets.  This  is  signifieant  in  low-altitude  aerial  video  surveillanee  of  urban  seenes 
sinee  traditional  methods  using  ehange  deteetion  fail  to  work  here  due  to  motion  parallax.  We  also  show  that  the 
PRISM  algorithm  also  works  for  dynamie  seenes,  whieh  means  we  ean  re-use  the  eode  we  have  developed  for  stereo 
mosaies  of  statie  seenes.  These  results  are  mainly  presented  in  Seetions  3  and  4. 

Seeond,  an  effeetive  and  effieient  pateh-based  stereo  matehing  method  has  been  proposed  to  extraet  both  3D  and 
motion  information  from  stereo  mosaies  of  urban  seenes,  whieh  feature  sharp  depth  boundaries  and  many  textureless 
regions.  This  is  a  unified  approaeh  for  both  3D  reeonstmetion  and  moving  target  extraetion.  Furthermore,  this 
method  ean  produee  higher-level  seene  representations  rather  than  just  depth  maps,  whieh  leads  to  our  highly 
eompressed  eontent-based  video  representation.  Note  that  in  our  previous  work,  we  had  only  used  eorrelation-based 
stereo  matehing  methods  sueeessfully  for  highly  textured  seenes  sueh  as  forestry  seenes,  whieh  does  not  work  well 
with  urban  seenes  with  sharp  depth  boundaries  and  many  textureless  regions.  In  addition,  the  new  approaeh  ean  also 
be  used  with  other  stereo  geometry.  These  are  mainly  diseussed  in  Seetion  5  and  6. 

Finally,  we  perform  thorough  experimental  analysis  of  the  robustness  and  aeeuraey  of  3D  reeonstmetion  using 
parallel-perspeetive  stereo  mosaies.  We  show  the  high  aeeuraey  of  3D  reeonstmetion  and  moving  target  deteetion  by 
using  a  simulated  video  sequenee  while  both  ground  tmth  data  of  3D  urban  model  and  aeeurate  eamera  orientation 
information  are  available,  whieh  motivates  us  and  other  researehers  for  developing  robust  and  effieient  algorithms  to 
estimate  eamera  orientation  with  many  image  frames.  On  the  other  hand,  using  a  simplified  eamera  orientation 
estimation  method  for  several  real-world  video  sequenees,  we  have  found  that  we  ean  generate  very  eompelling 
stereo  pereeption  and  reliable  3D  depth  information.  This  indieates  that  for  some  applieations  where  aeeurate  3D 
measurements  are  not  eritieal,  sueh  as  image-based  rendering,  and  even  automatie  target  deteetion  and  transportation 
analysis,  we  ean  ease  the  ehallenging  problem  of  many-frame  eamera  orientation  estimation.  The  experimental 
analysis  is  mainly  diseussed  in  Seetion  7. 

The  rest  of  the  report  is  organized  as  follows.  Seetion  2  diseusses  some  related  work.  In  Seetion  3,  the  mathematieal 
framework  of  the  dynamie  pushbroom  stereo  is  given,  and  then  its  properties  for  moving  target  extraetion  are 
diseussed.  In  Seetion  4,  teehnieal  issues  of  dynamie  stereo  mosaies  in  real-world  applieations  are  diseussed,  and 
multi-view  pushbroom  mosaies  are  proposed  for  image -based  rendering  and  for  extraeting  3D  stmeture  and  moving 
targets.  In  Seetion  5,  our  multi-view  pushbroom  stereo  matehing  approaeh  for  3D  reeonstmetion  and  moving  target 
extraetion  is  provided.  Then  in  Seetion  6,  the  eontent-based  3D  mosaie  representation  is  deseribed.  Experimental 
results  of  CB3M  representation  eonsfruetion  will  be  given  in  Seetion  7  with  both  simulated  and  several  very 
different  video  sequenees  of  both  outdoor  and  indoor  3D  seenes.  Seetion  8  diseusses  image-based  rendering  based 
on  both  stereo  mosaies  and  eontent-based  3D  mosaies.  In  Seetion  9,  we  generalize  the  model  to  the  ease  of  eireular 
eamera  motion  and  provide  some  preliminary  results.  Seetion  10  gives  eoneluding  remarks  and  diseusses  some 
future  researeh  direetions. 
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2.  Related  work 


Reconstructing  and  representing  large-scale  3D  scenes  from  multiple  images  has  attracted  a  lot  of  attention  for  quite 
some  time.  For  example,  the  work  at  CMU  (Herman  &  Kanade,  1984;  Herman  &  Kanade,  1986)  represents  one  of 
the  first  efforts  in  incrementally  constructing  3D  scenes  from  multiple  complex  images.  Interestingly,  they  used  “3D 
MOSAIC”  as  the  name  of  their  system.  However,  it  is  the  advancement  of  both  hardware  and  software  in  the  last  ten 
to  fifteen  years  that  makes  it  possible  to  efficiently  process  huge  amounts  of  video  data  and  to  generate  panoramic 
mosaics  using  a  general  purpose  PC.  Since  then,  mosaics  have  become  common  for  combining  and  representing  a 
set  of  images  gathered  by  one  moving  camera  or  multiple  cameras.  In  the  past,  video  mosaic  approaches  (Irani,  et  al, 
1996;  Hsu  &  Anandan,  1996;  Odone,  et  al,  2000;  Leung  &  Chen,  2000)  have  been  proposed  for  video  representation 
and  compression,  but  most  of  the  work  is  for  generating  2D  mosaics  instead  of  3D  panoramas,  and  using  panning 
(rotating)  cameras  for  arbitrary  scenes  or  moving  cameras  for  planar  scenes,  instead  of  traveling  (translating) 
cameras  typically  used  in  airborne  or  ground  mobile  urban  surveillance  and  3D  scene  modeling.  In  the  latter 
applications,  obvious  motion  parallax  is  the  main  characterization  of  the  video  sequences  due  to  the  self-motion  of 
the  sensors  and  obvious  depth  changes  of  the  scenes. 

To  generate  truly  “3D  mosaics”  from  video  sequences  of  a  traveling  camera,  we  are  particularly  interested  in  the 
parallel-perspective  pushbroom  stereo  geometry  (Chai  &  Shum,  2000;  Zhu,  et  al,  2004).  The  term  “pushbroom”  is 
borrowed  from  satellite  pushbroom  imaging  (Gupta  &  Hartley,  1997)  where  a  linear  pushbroom  camera  is  used.  The 
basic  idea  of  the  pushbroom  stereo  mosaics  is  as  follows.  If  we  assume  the  motion  of  a  camera  is  a  ID  translation 
and  the  optical  axis  is  perpendicular  to  the  motion,  then  we  can  generate  two  spatio-temporal  images  (mosaics)  by 
extracting  two  scanlines  of  pixels  of  each  frame  (perpendicular  to  the  motion  of  the  camera),  one  in  the  leading  edge 
and  the  other  in  the  trailing  edge.  Each  mosaic  image  thus  generated  is  similar  to  a  parallel-perspective  image 
captured  by  a  linear  pushbroom  camera,  which  has  parallel  projection  in  the  direction  of  the  camera’s  motion  and 
perspective  projection  in  the  direction  perpendicular  to  that  motion.  Pushbroom  stereo  mosaics  have  uniform  depth 
resolution,  which  is  better  than  with  perspective  stereo,  and  the  multi-perspective  stereo  with  circular  projection 
(Peleg,  et  al  2001;  Shum  &  Szeliski,  1999).  Pushbroom  stereo  mosaics  can  be  used  in  applications  where  the  motion 
of  the  camera  has  a  dominant  translational  direction.  Examples  include  satellite  pushbroom  imaging  (Gupta  & 
Hartley,  1997),  airborne  video  surveillance  (Zhu,  et  al,  2004),  image-based  rendering  with  3D  reconstruction  or  3D 
estimation  (Chai  &  Shum,  2000,  Rav-Acha,  et  al,  2008),  3D  representations  of  ground  route  scenes  (Zheng  &  Tsuji, 
1992;  Zhu  &  Hanson,  2004,  Zheng  &  Shi,  2008),  under- vehicle  inspection  (Dickson,  et  al,  2002;  Koschan,  et  al, 
2004),  3D  measurements  of  industrial  parts  by  an  X-ray  scanning  system  (Noble,  et  al,  1994),  and  3D  gamma-ray 
cargo  inspection  (Zhu  &  Hu,  2007).  Some  work  has  been  done  in  3D  reconstruction  of  panoramic  mosaics  (Li,  et  al, 
2004;  Sun  &  Peleg,  2004)  with  an  off-center  rotation  camera,  but  the  methods  are  limited  to  a  fixed  view-point 
camera  instead  of  a  moving  camera,  and  usually  the  results  are  still  low-level  3D  depth  maps  of  static  scenes, 
instead  of  high-level  3D  structural  representations  for  both  static  and  dynamic  target  extraction  and  indexing.  On  the 
other  hatrd,  layered  representations  (e.g.,  Xiao  &  Shah,  2004;  Zhou  &  Tao,  2003;  Ke  &  Katrade,  2001)  have  beetr 
studied  for  motion  sequence  representations;  however,  the  methods  are  usually  computationally  expensive,  and  the 
outputs  are  typically  motion  segmentation  represented  by  affine  planes  instead  of  true  3D  information.  Efficient, 
high-level,  content-based,  and  very  low  bit-rate  representations  of  videos  of  3D  scenes  and  moving  targets  are  still  in 
great  demand. 
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Another  class  of  related  work  is  3D  reconstruction  from  stereo  pairs.  Stereo  vision  is  one  of  the  most  important 
topics  in  computer  vision,  and  recently  a  thorough  comparison  study  (Scharstein  &.  Szeliski,  2002)  has  been 
performed.  Simple  window-based  correlation  approaches  do  not  work  well  for  man-made  scenes.  In  the  past,  an 
adaptive  window  approach  (Kanade  &  Okutomi,  1991)  and  a  nine -window  approach  (Fusiello,  et  al,  1997)  have 
been  used  to  deal  with  some  of  these  issues.  Recently,  color  segmentation  has  been  used  for  refining  an  initial  depth 
map  to  get  sharp  depth  boundaries  and  to  obtain  depth  values  for  textureless  areas  (e.g.,  Tao,  et  al,  2001),  and  for 
accurate  layer  extraction  (e.g.,  Ke  &  Kanade,  2001).  Global  optimization  based  stereo  matching  methods,  such  as 
belief  propagation  (Sun,  et  al,  2003)  and  graph  cuts  (Boykov,  et  al,  2001;  Kolmogorov  &  Zabih,  2001),  can  obtain 
accurate  depth  information,  but  these  methods  are  computationally  expensive.  Comelis,  et  al  (2008)  present  a 
complete  system  for  turning  forward-looking  stereo  video  from  a  moving  car  into  a  model  from  which  a  virtual 
drive-through  of  a  city  street  can  be  rendered.  The  paper  by  Pollefeys,  et  al  (2008)  describes  a  system  for  automatic, 
geo-registered,  real-time  3D  reconstruction  from  video  of  urban  scenes  using  a  multi-view  stereo  approach.  Most 
stereo  reconstruction  papers  are  based  on  perspective  stereo  geometry,  except  a  few  papers  (Li,  et  al,  2004;  Sun  & 
Peleg,  2004;  Zhu  &  Hanson,  2004)  dealing  with  multi-perspective  stereo  images. 
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3.  Dynamic  Pushbroom  Stereo  Mosaic  Geometry 


Stereo  mosaics  of  static  scenes  have  been  well-studied  in  the  past.  As  a  preparation,  we  give  a  brief  description  of 
the  concept.  Assume  the  motion  of  a  camera  is  an  ideal  ID  translation,  the  optical  axis  is  perpendicular  to  the 
motion,  and  the  frames  are  dense  enough.  Then,  we  can  generate  two  spatio-temporal  images  by  extracting  two 
columns  of  pixels  (perpendicular  to  the  motion)  at  the  leading  and  trailing  edges  of  each  frame  in  motion.  The 
geometry  in  this  ideal  case  (i.e.  ID  translation  with  constant  speed)  is  the  same  as  the  linear  pushbroom  camera 
model  (Gupta  &  Hartley,  1997).  Therefore  we  also  call  this  image  representation  pushbroom  stereo  mosaic 
representation.  A  generalized  model  under  3D  translation  (Zhu,  et  al  2004)  has  extended  the  parallel-perspective 
stereo  geometry  to  image  sequences  with  3D  translation  and  further  with  6  DOF  motion  (rotation  -I-  translation). 
Here,  we  will  use  the  parallel-perspective  stereo  geometry  under  ID  translation  to  introduce  the  new  concept  of  the 
dynamic  stereo  mosaics. 


Fig.  2.  Dynamic  pushbroom  stereo  mosaics 


3.1.  Dynamic  pushbroom  stereo  model 

For  completeness,  we  start  with  the  formulation  of  the  pushbroom  stereo  mosaics  in  a  static  scene.  Without  loss  of 
generality,  we  assume  that  two  slit  windows  of  two  scanline  locations  have  d,./  and  dy,-  offsets  to  the  center  of  the 
image,  respectively,  and  the  distance  between  the  two  windows  is  the  fixed  “disparity”  dyi  -  dyr>Q  (in  Fig.  2,  dyi 
=  dyU,  dyr  =  -  dJ2).  The  "left  eye"  view  (x/,y/)  is  generated  from  the  front  slit  window  dyi,  while  the  "right  eye"  view 
(Xy,  yy)  is  generated  from  the  rear  slit  window  dyy.  A  static  point  P  (X,Y,Z)  can  be  viewed  twice  from  the  two  slit 
windows,  at  the  camera  location  Li  and  L2,  respectively.  Then  the  parallel-perspective”  pushbroom”  model  of  the 
stereo  mosaics  thus  generated  can  be  represented  by 


X/ 


yi 


-  Xy  =  P  - 

z 


Y  7 

Yr  =F - ( - l)dv 

"  H  H  ^ 


(1) 


where  F  is  the  focal  length  of  the  camera,  FI  is  the  height  of  a  fixation  plane  on  which  we  want  to  align  our  stereo 
mosaics.  Eq.  (1)  gives  the  relation  between  a  pair  of  2D  points,  {xi,yi)  and  {Xy,yr),  one  from  each  mosaic,  and  their 
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corresponding  3D  point  P  (X,Y,Z).  It  serves  a  function  similar  to  the  classical  pin-hole  perspective  camera  model. 
From  Eq.  (1)  the  depth  of  the  point  P  can  be  computed  as 

Z  =  =  +  (2) 

dy  dy 

where  by  +Ay  =F'-^is  the  "scaled"  version  (in  pixel)  of  the  “baseline”  By,  i.e.,  the  distance  between  two 
camera  locations,  and 


^y=yr-yi  (3) 

is  the  "mosaic  displacement"  in  the  stereo  mosaics.  We  use  “displacement”  instead  of  “disparity”  since  it  is  related  to 
the  baseline  in  a  two  view-perspective  stereo  system.  Displacement  Ay  is  a  function  of  the  depth  variation  of  the 
scene  around  the  fixation  plane  H.  Since  a  fixed  angle  between  the  two  viewing  rays  is  selected  for  generating  the 
stereo  mosaics,  the  "disparities"  of  all  points  are  fixed;  instead  geometry  of  optimal/adaptive  baselines  {by)  for 
all  the  points  is  created.  In  other  words,  for  any  point  in  the  left  mosaic,  searching  for  the  match  point  in  the  right 
mosaic  means  (virtually)  finding  an  original  image  frame  in  which  the  match  pair  has  a  pre-defmed  disparity  (by  the 
distance  of  the  two  slit  windows)  and  hence  has  an  adaptive  baseline  depending  on  the  depth  of  the  point.  Therefore, 
a  stereo  geometry  with  uniform  depth  resolution  is  achieved.  More  in-depth  analysis  on  depth  accuracy  of  stereo 
mosaics  from  real  image  sequences  can  be  found  in  our  previous  paper  (Zhu,  et  al,  2003).  In  this  paper,  we  focus 
more  on  the  dynamic  aspect  of  stereo  mosaics,  and  algorithms  for  simultaneous  3D  reconstruction  and  moving  target 
detection  in  urban  scenes. 


Interestingly,  dynamic  pushbroom  stereo  mosaics  are  generated  in  the  same  way  as  with  the  static  pushbroom  stereo 
mosaics  described  above.  Fig.  2  also  illustrates  the  geometry.  A  3D  point  P  {X,Y,Z)  on  a  target  is  first  seen  through 
the  leading  edge  (the  front  slit  window)  of  an  image  frame  when  the  camera  is  at  location  Li.  As  we  have  discussed, 
if  the  point  P  is  static,  we  can  expect  to  see  it  through  the  trailing  edge  (rear  slit  window)  of  an  image  frame  when 
the  camera  is  at  location  L2.  However,  if  the  point  P  moves  during  that  time,  the  camera  needs  to  be  at  a  different 
location  L’2  to  see  this  moving  point  through  its  trailing  edge.  To  simplify  the  equations,  we  assume  that  the  motion 
of  the  moving  point  between  two  observations  (L;  and  L’2)  is  a  2D  motion  (5x,  Sy),  which  implies  that  the  depth  of 
the  point  does  not  change  over  that  period  of  time.  Therefore,  the  depth  of  the  moving  point  can  be  calculated  as 


z  = 


(4) 


where  B,,  now  is  denoted  as  the  distance  of  the  two  camera  locations  (Li  and  L’2  in  the  y  direction).  Mapping  this 
relation  into  the  stereo  mosaic  notation  above  (Eq.  (2)),  we  have 


and 


Ay-i 
Z  =  //(!  + - 


(5) 


(6) 


where  |ZI(dx:,  [jYy)  is  the  visual  motion  of  the  moving  3D  point  P,  which  can  be  measured  in  the  stereo  mosaics.  The 
vector  (^„  Sy)  is  the  target  motion  represented  in  stereo  mosaics.  Obviously,  we  have  =Ax.  The  above  analysis 
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only  shows  the  geometry  of  a  moving  camera  with  ID  translational  motion.  A  pair  of  generalized  stereo  mosaics  can 
be  generated  when  the  camera  undertakes  constrained  6  DOF  motion,  similar  to  the  case  of  static  scenes  (Zhu,  et  al, 
2004). 

3.2.  Moving  object  extraction  against  parallax 

We  have  the  following  interesting  observations  about  the  dynamic  pushbroom  stereo  geometry  for  3D  and  moving 
target  extraction  when  obvious  motion  parallax  exists  in  videos  of  3D  urban  scenes. 

(1)  Stereo  fixation.  For  a  static  point  (i.e.  Sx  =  Sy^  0),  the  visual  displacements  of  the  point  with  a  depth  Ff  are  (0,0), 
indicating  that  the  stereo  mosaics  thus  generated  fixate  on  the  plane  of  depth  H.  If  the  fixation  plane  is  the  ground 
plane,  this  fixation  facilitates  stereo  matching  and  moving  target  detection  since  the  major  background  (i.e.,  the 
ground  plane)  has  been  aligned. 

(2)  Motion  accumulation.  For  a  moving  point  (5x  0  and/or  Sy  0),  the  motion  between  two  observations 

accumulates  over  a  period  of  time  due  to  the  large  distance  between  the  leading  and  trailing  edges  in  creating  the 
stereo  mosaics.  This  will  increase  the  discrimination  capability  for  slowly  moving  objects  viewed  from  a  relatively 
fast  moving  aerial  camera.  Typically,  a  moving  object  as  recorded  in  a  pair  of  stereo  mosaics  is  originally  viewed 
from  two  views  that  are  many  frames  apart  (Fig.  2). 

(3)  Epipolar  constraints.  In  the  ideal  case  of  ID  translation  of  the  camera  (with  which  we  present  our  dynamic 

pushbroom  stereo  geometry  in  this  paper),  the  correspondences  of  static  points  are  along  horizontal  epipolar  lines  in 
a  pair  of  pushbroom  mosaics,  i.e..  Ax  ^  0.  Therefore,  for  a  moving  target  P,  the  visual  motion  with  nonzero  Ax  (i.e., 
the  visual  motion  in  the  x  direction)  will  identify  itself  from  the  static  background  in  the  general  case,  which  implies 
that  the  motion  of  the  target  in  the  x  direction  is  not  zero  (i.e.,  ^  0).  In  other  words,  the  correspondence  pair  of 

such  a  point  will  violate  the  epipolar  line  constraint  for  static  points  (i.e.  Ax  =  0).  Note  that  this  represents  the 
general  cases  of  independent  moving  targets. 

(4)  3D  constraints.  Even  if  the  motion  of  the  target  happens  to  be  in  the  direction  of  the  camera’s  motion  (i.e.,  the  y 
direction),  we  can  still  discriminate  the  moving  target  by  examining  3D  anomalies.  Typically,  a  moving  target  (a 
vehicle  or  a  human)  moves  on  a  flat  ground  surface  (i.e.,  road)  over  the  time  period  during  which  it  is  observed 
through  the  leading  and  trailing  edges  of  video  images  with  a  limited  field  of  view.  We  can  usually  assume  that  the 
moving  target  shares  the  same  depth  as  its  surroundings,  given  that  the  distance  of  the  camera  from  the  ground  is 
much  larger  than  the  height  of  the  target.  A  moving  target  in  the  direction  of  camera  movement,  when  treated  as  a 
static  target,  will  show  3D  anomaly  -  either  hanging  up  above  the  road  (when  it  moves  to  the  opposite  direction,  i.e., 
Sy  <  0),  or  hiding  below  the  road  (when  it  moves  in  the  same  direction,  i.e.,  Sy  >  0).  Note  this  is  only  the  special  case 
of  independent  moving  targets. 

After  a  moving  target  has  been  identified,  the  motion  parameters  of  the  moving  target  can  be  estimated.  We  first 
estimate  the  depth  of  its  surroundings  and  apply  this  depth  Z  to  the  target,  then  calculate  the  object  motion  s'j,  using 
Eq.  (5),  and  (5xj  Sy)  using  Eq.  (6),  knowing  the  visual  motion  {Ax,  Ay)  measured  in  the  stereo  mosaics. 
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4.  Real-World  Issues  and  Multi-View  Mosaics 


In  real  applications,  there  are  three  sets  of  challenging  problems.  These  include  camera  motion  estimation  in 
practical  cases,  mosaic  generation  with  more  general  camera  motion,  and  occlusion  and  stereo  matching  issues  in  a 
pair  of  stereo  mosaics.  For  some  issues,  we  will  give  very  brief  discussions  and  point  to  related  work.  More  details 
will  be  given  for  dynamic  stereo  mosaic  generation,  and  multi-view  pushbroom  mosaics  for  dealing  with  occlusions, 
stereo  matching  and  moving  target  detection. 

4.1.  Camera  orientation  estimation 

The  first  problem  is  that  the  camera  usually  cannot  be  controlled  with  ideal  ID  translation  and  camera  poses  are 
unknown;  therefore,  camera  orientation  estimation  (i.e.,  dynamic  calibration)  is  needed.  In  our  previous  study  on  an 
aerial  video  application,  we  used  external  orientation  instruments,  i.e.,  GPS,  INS  and  a  laser  profiler,  to  ease  the 
problem  of  camera  orientation  estimation  (Zhu,  et  al,  2004;  Zhu  et  al  2005).  More  general  approaches  using  bundle 
adjustment  techniques  (Triggs,  et  al,  2000)  are  under  investigation  for  estimating  camera  poses  of  long  image 
sequences,  which  is  one  of  the  challenging  issues  of  our  stereo  mosaic  approach,  and  of  video  sequence  analysis  in 
general.  In  this  paper,  we  focus  on  other  technical  issues  of  the  problem,  and  use  an  ideal  ID  camera  translational 
model  to  show  the  principle  of  the  dynamic  pushbroom  stereo  mosaics,  without  loss  of  generality.  In  our 
experimental  analysis,  we  either  assume  that  the  extrinsic  and  intrinsic  camera  parameters  are  known  at  each  camera 
location,  as  in  theoretical  analysis,  or  use  a  simplified  version  of  camera  orientation  estimation,  in  which  only  four 
camera  parameters  are  used.  The  four  parameters  are  translation  components  in  the  X  and  Y  directions,  a  heading 
angle,  and  a  scaling  factor.  An  underlying  assumption  in  the  practical  treatments  is  that,  (1)  if  the  translational 
component  in  the  Z  direction  is  much  smaller  than  the  distance  itself,  we  use  a  constant  scaling  factor  in  the 
interframe  motion  estimation  and  image  rectification  for  each  frame  to  compensate  for  the  Z  translation;  and  (2)  the 
rolling  and  tilting  angles  are  small  so  they  are  combined  into  the  translations  in  the  X  and  Y  directions.  The  mosaics 
from  real  video  sequences  are  generated  from  such  camera  orientation  estimation  model.  We  have  found  that  3D 
perception  is  compelling  and  3D  reconstruction  results  are  reliable  with  such  treatments,  and  the  results  could  still 
be  useful  for  image-based  rendering  and  automated  target  detection. 

4.2.  Stereo  mosaicing  for  dynamic  scenes 

The  second  problem  is  to  generate  dense  parallel  mosaics  with  a  sparse,  uneven,  video  sequence,  under  a  more 
general  motion,  and  for  a  complicated  3D  scene.  For  the  case  of  static  scenes,  we  have  proposed  a  parallel  ray 
interpolation  for  stereo  mosaics  (PRISM)  approach  (Zhu,  et  al  2004)  for  generating  a  generalized  stereo  mosaic 
representation  for  static  scenes,  under  constrained  6  DOF  motion.  At  the  first  look,  the  approach  might  not  be 
applicable  to  dynamic  scenes.  But  a  careful  study  shows  that  the  PRISM  approach  designed  for  static  scenes  also 
works  for  dynamic  scenes.  Fig.  3  illustrates  the  basic  idea  of  the  PRISM  algorithm  in  generating  one  forward- 
looking  dynamic  pushbroom  mosaic  (left  mosaic  with  slit  window  location  dyi).  In  the  figure,  (Fx;,  Tyi,  T^j)  and  (T^2, 
Ty2,  T^2)  denote  two  consecutive  camera  locations,  at  time  t;  and  t2,  respectively.  From  each  of  the  two  frames,  only 
one  scan  line  (the  fixed  line)  can  be  directly  used  for  the  mosaic  since  it  is  generated  from  the  correct  viewing 
direction.  For  any  other  point  P  between  these  two  fixed  lines,  its  parallel-perspective  projection  needs  to  be 
interpolated  from  its  matching  pair  in  the  two  frames,  {xj,  yi)  and  {X2,  y2),  respectively.  If  the  point  P  is  a  static  point, 
the  triangulation  gives  its  correct  3D  location  P(X,Y,Z),  and  its  backprojection  gives  the  necessary  parallel  view  as 
seen  from  the  “interpolated”  camera  location  {T^i,  Tyi,  T^,),  where 
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(7) 


Tyi  =  Ty,  -Tyi),T,i  =  T,i,T,,  =  T,i 

yi  -yi 

assuming  T^i  =  7’j2and  T^i  =  7'z2  under  the  ideal  ID  camera  motion  case.  However,  for  a  moving  point  (from  3D 
positions  Pa  to  P,2),  the  triangulation  does  not  give  us  its  right  3D  coordinates,  but  the  back-projection  will  create  an 
image  of  the  moving  point  that  should  be  seen  at  the  “interpolated”  time  t,  ,  i.e.  at  camera  location  (7]^,  ,  Tj,,  ,  Ta), 
which  is  a  linear  interpolation  between  time  ti  and  t2.  This  naturally  gives  a  linearly  pushbroom  scanning  of  the 
moving  point.  Under  the  linear  motion  assumption,  the  mosaic  coordinates  of  the  pair  of  point  are 


(8) 


This  is  an  important  finding  since  the  mosaicing  algorithms  developed  for  static  scenes  can  be  directly  applied  to 
dynamic  scenes. 


In  principle,  the  PRISM  approach  needs  to  match  all  the  points  between  the  two  overlapping  slices  of  the  successive 
frames  to  generate  a  complete  parallel-perspective  mosaic.  In  an  effort  to  reduce  the  computational  complexity,  a 
fast  PRISM  algorithm  has  been  designed  (Zhu,  et  al  2004),  based  on  the  proposed  PRISM  method.  It  only  requires 
matches  between  a  set  of  control  point  pairs  in  two  successive  images,  and  the  rest  of  the  points  are  generated  by 
warping  a  set  of  triangulated  regions  defined  by  the  control  points  in  each  of  the  two  images.  The  proposed  fast 
PRISM  algorithm  can  be  easily  extended  to  use  more  feature  points  (thus  smaller  triangles)  in  the  overlapping  slices 
so  that  each  triangle  really  covers  a  planar  patch  or  a  patch  that  is  visually  indistinguishable  from  a  planar  patch,  or 
to  perform  pixel-wise  dense  matches  to  achieve  true  parallel-perspective  (pushbroom)  geometry. 

4.3.  Multi-view  pushbroom  mosaics  for  dynamic  scenes 

Finally,  3D  reconstruction  and  motion  detection  from  two  widely  separated  stereo  mosaics  raise  challenging  issues. 
A  pair  of  stereo  mosaics  (generated  from  the  leading  and  trailing  edges)  is  a  very  efficient  representation  for  both  3D 
structures  and  target  movements.  However,  there  are  two  remaining  issues.  First,  stereo  matching  will  be  difficult 
due  to  the  largely  separated  parallel  views  of  the  stereo  pair,  resulting  in  large  perspective  distortions  and  varying 
occlusions.  Second,  for  some  unusual  target  movements,  e.g.  moving  too  fast,  changing  speed  or  direction,  we  may 
either  have  two  rather  different  images  in  the  two  mosaics  (if  changing  speed),  or  we  see  the  object  only  once  (if 
changing  direction),  or  we  never  see  the  object  (if  it  maintains  the  same  speed  as  the  camera  and  thus  never  shows 
up  in  the  second  edge  window). 
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Therefore,  we  propose  to  generate  multi-view  mosaics  (more  than  2),  each  of  them  with  a  set  of  parallel  rays  whose 
viewing  direction  dyj,  is  between  the  leading  and  the  trailing  edges,  dyo  and  dyK,  respectively  (Fig.  4,  k  =  0,  1,  . . .,  K). 
The  multiple  mosaic  representation  is  still  efficient.  Moreover,  there  are  three  benefits  of  using  them.  First,  multiple 
pushbroom  mosaics  can  be  used  for  image -based  rendering  with  stereo  viewing  in  which  the  translation  across  the 
area  is  simply  a  shift  of  a  pair  of  mosaics,  and  the  change  of  viewing  directions  is  simply  a  switch  between  two 
consecutive  pairs  of  mosaics.  We  will  give  a  brief  discussion  on  image -based  rendering  using  multiple  stereo 
mosaics  in  Section  8.  Second,  it  eases  the  stereo  correspondence  problem  in  the  same  way  as  the  multi-baseline 
stereo  (Okutomi  &  Kanade,  1993),  particularly  for  more  accurate  3D  estimation  and  occlusion  handling.  In  the  stack 
of  pushbroom  mosaics,  different  sides  of  a  3D  object  will  be  represented  in  mosaics  with  various  viewing  angles. 
Each  of  these  mosaics  with  parallel  projections  views  the  scene  from  a  unique  parallel  viewing  direction,  thus 
captures  surfaces  of  3D  objects  visible  from  that  direction  (refer  to  Fig.  10  a-c  for  three  views  of  pushbroom  mosaics 
with  different  sides  of  buildings  visible  in  different  mosaics).  In  the  next  section,  we  will  discuss  in  details  a  new 
method  to  extract  both  the  3D  structures  and  moving  targets  from  multiple  dynamic  pushbroom  mosaics.  We  will 
also  discuss  the  possibility  to  extract  and  represent  occluding  regions  in  Section  6. 


motion  direction 


Mutii-view  mosaics  from  a  single  moving 
camera.  Seven  mosaics  are  shown  with  7 
different  viewing  directions. 


a  perspective 
frame  d, 


yl  ClyO 


Multi -view 
stereo  viewing 


Multi-view  3D 
reconstruction 


Fig.  4.  Multi-view  pushbroom  mosaics 

Third,  multiple  mosaics  can  also  facilitate  3D  estimation  of  moving  targets,  and  increase  the  possibility  to  detect 
moving  targets  with  unusual  movements  and  also  to  distinguish  the  movements  of  the  specified  targets  (e.g.,  ground 
vehicles)  from  those  of  trees  or  flags  in  wind.  Here  we  want  to  briefly  discuss  how  multi-view  mosaics  can  be  used 
to  estimate  3D  structure  of  a  moving  target  on  the  ground.  In  order  to  estimate  the  height  of  a  moving  target  from  the 
ground,  we  will  need  to  see  both  the  bottom  and  the  top  of  an  object.  A  pair  of  pushbroom  mosaics  with  one 
forward-looking  view  and  the  other  backward-looking  view  exhibits  obvious  different  occlusions;  in  particular,  the 
bottom  of  a  target  (e.g.,  a  vehicle  in  Fig.  5a)  can  only  be  seen  in  one  of  the  two  views.  However,  any  two  of  the 
multi-view  pushbroom  mosaics,  if  both  with  forward-looking  (or  backward-looking)  parallel  rays,  will  have  almost 
the  same  occlusion  relation  to  satisfy  the  condition  for  height  estimation. 
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(a) 


(b) 


Fig.  5.  Height  from  dynamic  pushbroom  stereo:  (a)  an  infeasible  pair;  (b)  a  feasible  pair 


Fig.  5b  illustrates  the  case  of  a  pair  of  backward- looking  pushbroom  stereo  mosaics.  Point  A  and  B  are  two  points  on 
a  target  (vehicle),  one  on  the  top  and  the  other  on  the  bottom.  Both  of  them  are  first  seen  in  the  mosaic  with  parallel 
rays  of  a  smaller  oblique  angle,  and  then  seen  in  the  mosaic  with  parallel  rays  of  a  larger  oblique  angle.  The  distance 
between  the  two  different  rays  within  an  image  frame  is  still  defined  as  d,,.  The  visual  motion  in  the  y  direction  is 
Ayh  and  Ajo  respectively,  and  can  be  measured  in  the  stereo  pair.  Between  the  two  parallel  views,  let  us  assume  the 
motion  of  the  target  is  5,.  in  3D  space  and  Sy  in  the  mosaiced  images.  Then  the  depths  of  the  points  on  the  top  and  on 
the  bottom  are 


(9) 


and 


(10) 


respectively.  Depth  Zq  of  the  bottom  point  could  be  obtained  from  the  surroundings  (ground)  of  the  target.  Then,  the 


object  motion  Sy  (and  therefore  Sy)  can  be  calculated  using  Eq.  (10).  Finally,  the  depth  of  the  point  on  the  top,  Z^,  can 
be  estimated  using  Eq.  (9),  given  the  known  visual  motion  of  that  point,  Ay/„  and  its  independent  motion  component 
Sy  obtained  from  the  bottom  point  B. 
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5.  3D  and  Motion  Content  Extraction 


Using  the  advantageous  properties  of  multi-view  mosaics,  we  propose  a  unified  approach  to  perform  both  stereo 
matching  and  motion  detection.  In  a  set  of  pushbroom  mosaics,  Iq,  h,  . . .,  Ik,  generated  from  a  video  sequence,  at  slit 
window  locations  dyo,  dyi,  dyK  (see  Fig.  4),  the  leftmost  mosaic  Iq  at  the  location  dyois  used  as  the  reference  view, 
therefore  color  segmentation  is  performed  on  this  mosaic,  and  the  so  called  natural  matching  primitives  (explained 
below)  are  extracted.  Multiple  natural  matching  primitives  are  defined  with  each  homogeneous  color  image  patch, 
which  approximately  corresponds  to  a  planar  patch  in  3D.  The  representations  are  effective  for  both  static  and 
moving  targets  in  man-made  urban  scenes  with  objects  of  largely  textureless  regions  and  sharp  depth  boundaries. 
Then  matches  of  those  natural  matching  primitives  are  searched  in  the  rest  of  the  mosaics,  one  by  one.  After 
matching  each  stereo  pair,  a  plane  is  fitted  for  each  patch,  and  its  planar  parameters  are  estimated.  Then,  multi-view 
matches  are  performed,  and  therefore  multiple  sets  of  parametric  estimates  for  this  planar  patch  are  obtained.  The 
best  set  is  selected  as  the  final  result  by  comparing  match  evaluation  scores.  Local  and  global  spatial  constraints  are 
also  explored  to  improve  the  robustness  of  the  3D  estimation.  The  moving  targets  are  detected  after  the  “3D 
alignments”  of  the  scene. 

The  multi -view  dynamic  stereo  mosaic  approach  has  the  following  four  stages:  (1)  natural  patch -based  stereo 
matching;  (2)  plane  estimation  from  multiple  views;  (3)  plane  merging  and  updating  using  local  and  global  scene 
constraints;  and  (4)  moving  object  extraction  using  the  dynamic  pushbroom  stereo  geometry.  We  will  describe  the 
approach  in  detail  in  the  following  subsections. 

5.1.  Patch-based  stereo  matching 

Stereo  matching  is  applied  first  on  a  pair  of  stereo  mosaics.  Let  the  leftmost  (i.e.,  reference)  mosaic  and  the  second 
mosaic  be  denoted  as  Iq  and  Ii,  respectively.  First,  the  reference  mosaic  Iq  is  segmented  into  homogeneous  color 
image  patches.  In  our  current  implementation,  the  mean-shift-based  approach  (Comanicu  &  Meer,  2002)  is  used;  but 
other  segmentation  methods  can  also  be  used  for  this  purpose.  In  practice,  over-segmentation  (into  small  patches)  is 
undertaken  for  ensuring  homogeneity  of  each  patch  to  enable  accurate  3D  recovery;  however,  a  segmentation  with 
larger  patches  will  result  in  higher  compression  ratio  of  the  video  sequence. 

The  segmented  image  consists  of  image  regions  (patches),  {Rj,  i  =1,  ...,  N},  each  with  a  homogeneous  color  Ci  and 
is  assumed  to  be  a  planar  region  in  3D  space.  All  the  neighboring  patches,  {Ry,  j  =1,  ...,  J},  are  also  recorded  for 
each  patch  Ri,  The  boundary  of  each  patch,  hi,  is  extracted  as  a  closed  curve.  Then  we  use  a  line  fitting  approach  to 
extract  feature  points  for  stereo  matching.  The  boundary  of  each  patch  is  first  fitted  with  connected  straight-line 
segments  using  an  iterative  curve  splitting  method.  The  connecting  points  between  line  segments  are  defined  as 
interest  points,  pn,  =  1,  . . .,  L,  around  which  the  natural  matching  primitives  are  defined. 

For  each  interest  point,  the  best  match  between  the  reference  and  target  mosaics  is  searched  within  a  preset  search 
range.  Instead  of  using  the  conventional  window-based  match,  we  define  the  so-called  natural  matching  primitives 
(Fig.  6)  to  conduct  a  sub-pixel  stereo  match.  Note  that  the  natural  matching  primitives  around  the  detected  interest 
points,  instead  of  line  segments  or  the  patches,  are  the  features  to  be  matched.  We  define  a  region  mask  W|  of  size 
wxw  centered  at  each  interest  point  pn  =  (x,y)  eRj,  such  that 
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(11) 


Wi(u,v) 


{\,if  (x  +  m,j  +  v;gR, 
[O,  otherwise 


The  size  w  of  the  mask  is  adaptively  ehanged  depending  on  the  aetual  size  of  the  region  Rf.  In  order  that  a  few  more 
pixels  (1-2)  around  the  region  boundary  (but  not  belonging  to  the  region)  are  also  ineluded  so  that  we  have  suffieient 
salient  image  features  to  mateh,  a  dilation  operation  is  applied  to  the  mask  Wi  to  generate  a  region  mask  eovering 
pixels  aeross  the  depth  boundary.  Fig.  6  shows  four  sueh  windows  for  the  four  interest  points  for  the  top  region  of 
the  box.  Note  the  yellow-shaded  portions  within  eaeh  reetangular  window,  i.e.,  the  natural  matching  primitives, 
indicating  that  the  pixels  for  stereo  matching  cover  the  depth  boundaries.  They  are  called  “natural  matching 
primitives”,  because  these  primitives  define  the  natural  stmctures  of  the  salient  visual  features,  in  terms  of  sizes, 
shapes  and  locations.  Each  natural  matching  primitive  in  the  reference  image  is  defined  by  its  location  (x,y)  on  the 
patch’s  boundary  bi,  and  the  pixels  belonging  to  the  patch,  which  is  represented  by  the  size  of  a  rectangular  window 
and  the  mask  (together  they  form  a  “natural”  window  as  a  yellow  region  in  Fig  6).  To  this  point,  the  attributes  of 
each  region  (patch)  R;  can  be  summarized  as: 


R;  =(c/,b;,{R,- .,7=1,.. .,/},{p,7, IF/, /  =  !,.. .,T}),i  =  l,...,A^ 


(12) 


which  includes  its  color,  boundary,  J  neighboring  regions,  L  interest  points  and  the  corresponding  masks. 


The  weighted  cross-correlation,  based  on  the  natural  window  centered  at  the  interest  point  (x,  y)  in  the  reference 
mosaic,  is  defined  as 


X  Wi  (u,  v)/g  {x  +  u,y  +  v)/]  (x  -I-  M  -I-  Ax,  y  +  v  +  Ay) 

C(Ax,Ay)  =  ^^2^ -  (13) 

I,Wi{u,v) 

u,v 

Note  that  we  still  carry  out  correlation  between  two  color  images  but  only  for  those  interest  points  on  each  region 
boundary,  and  for  each  interest  point,  the  calculation  is  only  carried  out  on  those  pixels  within  the  region  and  on  the 
boundaries.  A  sub-pixel  search  is  performed  in  order  to  improve  the  accuracy  of  3D  reconstruction;  and  a  match  is 
marked  as  reliable  if  it  passes  the  crosscheck  (e.g.,  as  in  Scharstein  &  Szeliski,  2002),  i.e.  the  matches  from  the 
reference  to  the  target  and  from  the  target  to  the  reference  are  consistent.  For  the  simplicity  of  representation,  we 
still  use  Eq.  (12)  to  represent  the  region  Ri,  with  a  note  that  the  number  (L)  of  reliable  interest  points  used  in  the 
following  steps  may  be  smaller  than  the  total  number  of  interest  points. 
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The  matching  process  consists  of  the  following  two  steps. 


Step  1:  local  match.  For  each  interest  point,  in  order  to  find  a  reliable  corresponding  point,  the  natural  matching 
strategy  is  carried  out  with  a  multi-scale  approach,  in  that  the  search  ranges  and  search  steps  are  changed  adaptively 
(from  large  to  small).  First,  the  natural  matching  strategy  is  applied  to  each  interest  point  pn  (1=1. ..,L)  of  a  region 
(patch)  Ri  (i=l,...,  N)  in  the  reference  lo,  within  preset  (large)  search  range  (Sh,  Sv)  in  both  the  horizontal  (y)  and 
vertical  (x)  directions,  and  a  preset  (large)  search  step  s.  Note  that  the  pushbroom  stereo  geometry  produces  image 
displacement  in  the  y  direction,  but  to  account  for  camera  calibration  and  orientation  estimation  error,  a  search 
within  a  much  smaller  range  in  the  x  direction  is  also  performed.  If  a  reliable  match  is  obtained,  then  a  new  set  of 
parameters  (Sh,  Sy  and  s)  are  calculated  based  on  the  first  run;  in  other  words,  the  search  range  is  narrowed  to  the 
neighborhood  of  corresponding  points  with  a  finer  step,  and  hence  Sh,  Sy  and  s'  are  reduced.  Then,  the  natural 
matching  procedure  is  applied  again,  with  the  updated  parameters.  The  same  procedure  is  carried  out  recursively 
until  convergence,  i.e.,  s  become  a  fraction  (therefore  match  results  are  sub-pixel  accurate).  Usually  the  match 
procedure  converges  in  three  iteration  steps. 

Step  2:  Surface  fitting.  Assuming  that  each  homogeneous  color  region  Rj  is  planar  in  3D,  then  a  3D  plane  can  be 
generated  as 


aiX+biY+CiZ=di 


(14) 


which  is  represented  in  the  camera  coordinate  system  as  shown  in  Fig.  2,  is  fitted  to  each  region  after  obtaining  the 
3D  coordinates  of  the  interest  points  of  the  region  using  the  pushbroom  stereo  geometry  (Eqs.  1  and  2). 

We  use  a  standard  RAN SAC  method  (e.g.,  Medioni  &  Kang,  2004)  to  fit  planes.  In  our  implementation,  a  plane  is 
fitted  by  randomly  selecting  three  reliable  interest  points,  and  then  using  the  plane  parameters,  all  reliable  interest 
points  are  warped  from  the  reference  view  onto  the  target  view.  For  each  reliable  interest  point,  the  distance  between 
the  warped  interest  point  and  its  corresponding  target  point  (from  local  match)  is  calculated,  and  if  the  distance  is 
less  than  1  pixel,  the  point  is  claimed  to  be  the  one  that  supports  the  fitted  plane.  The  total  number  of  supports  is 
denoted  as  C,  and  the  RAN SAC  process  stops  if  C/L  is  larger  than  65%,  where  L  is  the  total  number  of  reliable 
interest  points.  The  number  of  the  random  selections  of  three  points  is  set  to  N^ax  ^  50.  In  other  words,  the 
RAN SAC  process  will  stop  either  at  50  iterations  or  when  the  number  of  the  supporting  reliable  points  exceeds  65% 
of  total  reliable  points.  Then  the  best  set  of  the  plane  parameters  is  selected  as  the  initial  3D  estimation  of  the  planar 
patch.  In  the  latter  case,  the  region  is  marked  as  a  reliable  patch  (in  3D  estimation),  therefore  a  unreliable  patch  at 
this  point  is  the  one  whose  number  of  reliable  interest  points  is  smaller  than  3,  or  the  total  number  of  planar  supports 
does  not  exceed  the  required  percentage  (i.e.  65%  in  our  experiments).  In  the  end,  there  are  three  categories  of 
patches:  those  with  reliable  plane  estimation  under  the  plane  fitting  criterion  (Ci=2)  ,  those  with  unreliable  plane 
estimation  (Ci=l),  and  those  without  any  plane  estimation  (Cj^O).  At  this  point,  each  patch’s  representation  can  be 
updated  as 


Ri  =(c,',b,-,{R,-^.,i  =  l,...,/},{P;/,lF/,/  =  l,...,T},C,-  =O,l,or2,0,-  =  (a;,Z), •)),/  =  1,...,  A  (15) 


The  plane  parameter  set  ©i  exists  if  Ci  ^0.  All  the  patches  will  go  to  the  next  stage  for  further  processing. 
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Before  we  go  to  the  next  stage,  we  want  to  summarize  the  advantages  of  the  patehed-based  natural  matehing 
primitives  for  stereo  matehing.  First,  treated  separately,  natural  matehing  primitives  on  a  pateh  represent  the  most 
salient  visual  features  of  the  patch,  and  only  contain  pixels  on  that  patch.  Therefore,  more  accurate  matches  can  be 
found  for  the  patch  that  is  textureless  within  and  has  a  sharp  depth  boundary  around.  Second,  taken  together,  more 
accurate  and  more  robust  results  can  be  expected  since  these  natural  matching  primitives  are  fitted  on  a  single  planar 
surface.  Finally  the  algorithm  is  very  efficient  since  only  interest  points  of  a  region  are  matched  in  order  to  obtain 
the  3D  of  all  the  points  within  the  region. 


mis-match 


b 

error  in  match 

Fig.  7.  An  example  of  region  matching  results.  The  matches  are  marked  as  “X”,  with  corresponding  colors. 

mis-match  fixed 


b 

Fig.  8.  An  example  of  surface  fitting  results.  Both  the  mismatch  and  the  small  error  in  the  initial  match  are  fixed. 

Fig.  7  shows  a  real  example  of  a  natural-window-based  stereo  matching  result  for  a  static  object  (the  roof  of  a 
building).  The  19  interest  points  that  are  detected  and  their  correspondences  are  marked  on  the  boundaries  in  the  left 
and  right  images,  respectively.  One  mismatch  and  a  small  error  in  match  are  also  indicated  on  the  images.  Fig.  8 
shows  the  results  of  fitting  and  back -projection  of  the  fitted  region  onto  the  right  image.  The  15  seed  interest  points 
(out  of  19)  used  for  planar  fitting  are  indicated  on  the  left  image  as  squares.  Both  the  mismatch  and  the  small  error  in 
the  initial  match  are  fixed. 

5.2.  Refining  plane  parameters  with  multiple  mosaics 

After  the  above  stereo  matching  is  applied  to  the  first  pair  of  stereo  mosaics,  Iq  and  Ii,  initial  estimations  of  the  3D 
structure  of  all  the  patches  (regions)  in  the  reference  mosaic  are  obtained.  Further  matches  between  the  reference 
mosaic  Iq  and  each  of  the  rest  of  the  mosaics,  h,  ■■■,  Ik,  are  then  conducted.  The  initial  visual  displacement  of  each 
interest  point  on  a  patch  is  predicted  from  the  result  of  this  point  estimated  from  the  first  stereo  pair.  From  Eq.  (2), 
we  know  the  visual  displacement  Ay  is  proportional  to  the  selected  “disparity”  (d,,)  for  a  pair  of  stereo  mosaics  for 
any  static  point,  i.e., 

Ay  =  (— -l)d  (16) 

H  ^ 
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Therefore,  the  visual  displacement  of  the  interest  point  in  consideration  can  be  predicted  except  when  the  point  is  on 
a  moving  object,  which  will  be  reconsidered  in  the  moving  target  detection  stage.  Assume  that  the  visual 
displacement  for  an  interest  point  is  Ayi  between  Iq  and  Ii,  where  dy  ^dyo-dyi,  then  between  Iq  and  Ik,  where  dy^dyo- 
dyk,  the  predicted  visual  displacement  is 


(17) 


For  refining  the  initial  estimates  of  visual  displacements,  the  two-step  algorithm  in  Section  5. 1  is  modified  to  obtain 
new  plane  parameters  for  each  pair  of  stereo  mosaics,  with  a  very  good  initial  estimation  to  start  with  to  reduce  the 
search  range. 


From  the  K  pairs  of  stereo  mosaics,  up  to  K  sets  of  plane  parameters  ©ik  =  (a,fo  b,*,  c,*,  do),  k=l,...,K,  are  obtained 
for  each  region  (patch)  in  the  reference  mosaic  (some  regions  have  fewer  than  K  sets  of  available  plane  parameters 
due  to  the  lack  of  sufficient  numbers  of  interest  points,  or  unreliable  plane  fitting).  In  order  to  obtain  the  most 
accurate  plane  parameters  for  each  planar  patch,  the  following  steps  are  performed.  First,  for  each  pair  of  stereo 
mosaics,  the  patches  in  the  reference  mosaic  are  warped  to  the  target  mosaic  in  order  to  compute  a  color  sum  of 
square  differences  (SSD)  for  each  region,  between  warped  and  original  target  images.  Generalizing  Eq.  (1)  to  K 
views,  and  with  3D  planar  parameter  estimation,  we  have 


Xk 


\yk 


z 

-(—-^)dyk 

ri 


cikX  -\-bkY  -\-Cj^Z  —  d 


(18) 


where  the  subscript  i  is  dropped  for  simplifying  the  notations.  Given  a  point  p  (xo,yo)  e  Ri  in  the  reference  view  Iq, 
its  3D  coordinates  (X,Y,Z)  can  be  calculated  using  Eq.  (18),  with  k  =0.  Then  again,  using  Eq.  (18),  the  coordinates 
of  the  corresponding  point  in  the  kth  view  (k=l,  2,...,  }Q,Pk  (XhyiJ,  can  also  be  obtained.  We  use  a  function  'Fk  to 
represent  the  above  geometric  transformation  from  the  0th  view  to  the  kth  view: 

P,-'Pit(p)  (19) 

Then  the  color  SSD  of  the  kth  interest  point  of  the  region  Rj  can  be  calculated  as 

55%=  II4(%(p))-Io(p)|^k  =  l,2,...,X  (20) 

peR, 


where  Iq  and  Ik  are  the  color  vectors  in  the  reference  and  the  kth  target  views.  Then,  among  all  the  estimates  for  each 
patch,  the  set  of  plane  parameters  with  the  least  SSD  value  is  selected  as  the  best  plane  estimate.  With  multi -view 
refinements,  the  plane  parameters  and  their  categories  in  Eq.  (15)  are  updated;  some  regions  under  the  categories  Ci 
=  0  or  1  may  be  upgraded  into  the  category  Ci  =  2  under  both  the  plane  fitting  criterion  and  multi-view  refinement. 
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Note  that  using  the  knowledge  of  plane  structure  (i.e.,  3D  orientation),  the  best  angle  to  view  the  region  can  be 
estimated,  where  the  viewing  direction  of  the  selected  mosaic  (among  all  the  possible  viewing  directions)  is  the 
closest  to  the  plane  norm  direction.  For  example,  for  the  side  of  a  building  that  faces  the  right  (refer  to  Fig.  2),  the 
best  match  could  be  obtained  from  the  first  pair  of  stereo  mosaics.  If  the  view  angle  is  equal  to  or  greater  than  90 
degrees  (relative  to  the  plane  norm),  the  region  will  not  be  visible.  Incorporating  this  information,  the  SSD 
calculations  are  only  carried  out  for  those  patches  between  the  reference  and  target  mosaics  if  the  plane  norms  have 
less  than  90-degree  view  angles  from  the  viewing  directions  of  the  mosaics.  Experimental  results  of  improvements 
in  3D  reconstruction  will  be  shown  in  Section  7  with  both  real  and  simulated  video  sequences. 

5.3.  Plane  updating  using  neighbors  and  global  scene  constraints 

After  the  plane  parameters  with  the  smallest  SSD  value  have  been  obtained  for  each  region  Ri,  we  will  have  a  close 
look  at  the  best  SSD  of  each  region  within  category  Cj  =  2,  under  both  the  plane  fitting  criterion  and  multi-view 
refinement.  If  the  SSD  value  is  larger  than  a  preset  threshold  T;,  then  the  patch  is  moved  to  unreliable  category  (C;  = 
1)  under  plane  fitting,  multi-view  refinement  and  SSD  evaluation,  therefore  the  attributes  in  Eq.  (15)  are  further 
updated.  Note  that  the  SSD  of  the  region  Ri  is  calculated  as  the  sum  of  all  the  pixels  of  3  color  components  in  the 
region,  therefore  Tj  is  defined  as 

Ti  =  Qi  X  3  X  D^ 

where  is  Qi  is  the  total  number  of  pixels  in  the  region  Ri,  and  D  is  the  threshold  of  the  difference  between  two 
corresponding  components.  In  our  experiments,  we  set  D  =  16  pixel  levels  of  512  possible  differences.  We  have 
found  that  quite  some  small  regions  around  a  large  region  corresponding  to  a  surface  (or  part)  of  a  3D  object  are 
generated  by  color  segmentation,  and  are  either  marked  as  unreliable  or  without  plane  estimation.  Therefore,  we  use 
two  methods  to  update  the  plane  parameter  estimations:  neighbor  patch  supporting  and  global  scene  constraints. 

In  the  neighborhood  supporting  strategy,  we  perform  a  modified  version  of  the  neighboring  plane  parameter 
hypothesis  algorithm  (Tao,  et  al,  2001)  to  infer  better  plane  estimates.  Based  on  our  region  categorization,  the  main 
modification  is  that  the  parameters  of  a  neighboring  region  are  adopted  only  if  it  is  marked  reliable  and  the  best 
neighboring  plane  parameters  are  accepted  only  when  the  match  evaluation  cost  (SSD)  using  the  parameters  is  less 
than  the  threshold  Tj  for  the  ith  region  R;.  Our  neighbor  supporting  algorithm  has  the  following  steps. 

(1) .  Select  reliable  regions  {Ryi,  Rij2,...,  RijM}from  the  set  of  neighboring  regions  {Ry,  j  =1,2,. ..J  }  for  the  current 
region  R;,  including  the  current  region,  therefore  M<=  J-l-1. 

(2) .  Apply  the  parameter  set  ©j^  (m=l,  2,  ...M)  to  the  region  Ri,  to  calculate  the  corresponding  SSDijm(m=l,  2, 
...M),  using  Eq.  (20). 

(3) .  Select  the  parameter  set  ©jm(l  m  <=  M)  that  gives  the  smallest  SSD,  for  the  current  region. 

With  the  neighborhood  supporting,  a  un-estimated  (Ci  =  0)  or  un-reliable  region  (Ci=  1)  can  be  upgraded  to  a 
reliable  region  (with  Ci  =  2)  if  its  best  SSD  is  smaller  than  the  threshold  Ti;  the  plane  parameters  of  most  of  the 
regions  can  be  refined  no  matter  what  categories  they  initially  were.  Further,  if  the  neighboring  regions  sharing  the 
same  plane  parameters,  then  they  are  then  merged  into  one  reliable  region.  This  step  is  performed  recursively  till  no 
more  merges  occur.  We  set  a  tight  threshold  so  that  only  those  very  static  regions  with  very  reliable  matches  are 
classified  into  category  2.  The  motivation  is  to  have  most  of  the  regions  for  moving  targets  labeled  into  un-estimated 
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or  un-reliable  regions  for  further  investigation.  In  doing  this,  some  of  the  static  regions  will  be  classified  into 
category  0  or  1,  but  there  are  typically  small  regions  along  the  boundaries  of  buildings  that  can  be  further  discarded 
as  noise. 

We  have  also  explored  global  scene  constraints  to  improve  the  robustness  of  3D  reconstruction  for  highly  cluttered 
urban  scenes,  where  a  lot  of  small  patches  are  generated.  In  a  typical  urban  scene,  many  surfaces  such  as  facades, 
rooftops,  roads,  etc.,  share  the  same  plane  directions.  Therefore,  in  applying  the  global  scene  constraints,  after  an 
initial  pass  of  plane  parameter  estimation  with  multiple  views,  the  top  several  dominant  plane  directions  are  obtained 
by  a  simple  clustering  algorithm  on  those  reliable  regions.  Then  the  following  two  steps  are  performed. 

(1)  For  those  regions  that  either  are  marked  as  unreliable  (due  to  plane  fitting  or  SSD  evaluation),  or  do  not  obtain 
sufficient  good  local  matches  (L<3),  the  parameters  of  the  dominant  planes  can  be  used  to  guide  the  search  and  the 
refinement  of  their  matching  and  plane  fitting  steps.  Since  each  plane  only  has  4  parameters  (a,  b,  c  and  d),  and  the 
norm  of  each  dominant  plane  provide  3  of  them  (i.e.,  a,  b  and  c),  the  rest  of  the  job  is  simply  to  compute  the  variable 
d.  Therefore,  for  each  region  with  at  least  one  reliable  local  match  among  the  detected  interest  points,  we  plug  this 
reliable  match  into  the  plane  equation  using  each  of  these  domination  plane  norms,  to  obtain  possible  estimations  of 
d.  Then,  we  compute  the  SSD  of  the  corresponding  patch  pair  (i.e.  the  warped  reference  patch  and  the  original  target 
patch)  based  on  each  estimate  of  the  parameter  d,  and  finally  select  the  one  with  the  smallest  SSD  score  as  the  result. 

(2)  After  applying  the  global  scene  constraints,  neighborhood  hypothesis  (as  discussed  above)  is  applied  to  all  the 
regions  to  generate  more  reliable  and  accurate  3D  estimation  results. 

Experimental  results  on  plane  merging  and  locaFglobal  scene  constraints  will  be  shown  in  Section  7,  with  both 
simulated  and  real  video  sequences. 

5.4,  Moving  object  detection 

After  the  plane  merging  stage,  most  of  the  small  regions  are  merged  together  and  marked  as  reliable.  Moving  object 
patches  that  move  along  epipolar  lines  should  also  obtain  reliable  matches  after  the  plane  merging  step,  but  they 
appear  to  be  “floating”  in  air  or  below  the  surrounding  ground,  with  depth  discontinuities  all  around  it.  In  other 
words,  they  can  be  identified  by  checking  their  3D  anomalies  (Section  3.2,  observation  (4)).  This  is  mostly  true  for 
aerial  video  sequences,  where  ground  vehicles  and  humans  move  on  the  ground.  For  ground  video  sequences,  the 
multiple  mosaic  approach  discussed  in  Section  4  can  be  applied.  This  remains  our  future  work. 

In  general  cases,  most  of  the  moving  targets  are  not  exactly  on  the  direction  of  the  camera’s  motion,  therefore,  those 
regions  should  have  been  marked  as  unreliable  in  the  previous  steps.  Regions  with  unreliable  matches  fall  into  the 
following  two  categories:  (1)  moving  objects  with  motion  not  obeying  the  pushbroom  epipolar  geometry;  (2) 
occluded  or  partially  occluded  regions,  or  regions  with  large  illumination  changes.  For  regions  in  the  second 
category,  their  SSDs  in  stereo  matching  evaluation  are  always  very  high.  The  regions  in  the  first  category 
correspond  to  those  moving  objects  that  do  not  move  in  the  direction  of  camera  motion;  therefore  they  do  not  obey 
the  pushbroom  stereo  epipolar  geometry.  Therefore,  for  each  of  these  regions,  we  perform  a  2D-range  search  within 
its  neighborhood  area.  If  a  good  match  (i.e.,  with  a  small  SSD)  is  found  within  the  2D  search  range,  then  the  region 
is  marked  as  a  moving  object.  We  can  also  take  advantage  of  the  known  road  directions,  to  more  effectively  and 
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more  reliably  seareh  for  matches  of  those  moving  vehicles.  The  road  directions  can  be  derived  from  3D 
reconstruction  results,  e.g.,  in  a  city  scene,  the  norm  directions  of  the  two  dominant  planes  of  the  building  fa9ades 
surrounding  the  ground  area  on  which  the  moving  objects  reside. 

In  the  current  implementation  of  moving  target  detection  (ground  vehicles)  from  aerial  images,  large  occluded 
regions  are  still  not  well  processed  and  consequently  confuse  the  moving  target  detection  as  described  above. 
Therefore,  the  size  of  each  region  is  also  taken  into  account  to  classify  it  as  a  moving  target.  The  typical  size 
(Dx*Dy)  of  a  vehicle  can  be  roughly  estimated  based  on  its  physical  size  (AX,  AY),  the  image  resolution  of  images 
(characterized  by  the  focal  length  f  in  pixels),  and  the  altitude  Z  the  camera  from  the  ground: 

{Dx,Dy)  =  {F^,F^)  (21) 

With  the  settings  of  the  image  sequences  in  our  experiments,  most  of  the  moving  vehicles  are  less  than  Dx*Dy  = 
300  pixels  in  images. 

The  moving  target  detection  steps  are  summarized  as  follows. 

(1)  For  all  reliable  regions  with  less  than  Dx*Dy  pixels,  the  3D  anomaly  condition  is  checked.  If  one  of  the 
following  conditions  is  satisfied,  then  a  region  Rj  goes  through  2D  region  search  to  find  its  motion  parameters  (Sx, 
Sy),  and  is  marked  as  a  moving  target  if  the  SSD  is  smaller  than  the  preset  threshold  Ti:  (a)  the  height  of  the  region 
R;  is  20  meters  higher  than  the  average  height  of  the  neighboring  regions  {Rij};  or  (2)  the  height  of  the  region  R;  is 
10  meters  lower  than  the  average  height  of  the  neighboring  regions. 

(2)  For  all  unreliable  regions  with  less  than  Dx*Dy  pixels,  the  epipolar  constraint  is  applied.  Each  region  Ri  in  this 
class  goes  through  2D  neighborhood  search  to  find  its  motion  parameters  (Sx,  Sy),  and  is  marked  as  a  moving  target 
if  the  SSD  is  smaller  than  the  preset  threshold  T;. 


At  the  end  of  all  the  four  stages,  a  region  Ri  is  represented  as  the  following  form: 


(t-/ jhr  5  /  5  7  5  ®  /  (^/  5  5  1-/ 5  ^/  )?  ^/  ? ‘^3^/ ))d'  1,...,A^ 


(22) 


where  Ci  is  redefined  as  reliable  static  region  (Ci  =  2),  moving  target  (Ci=l),  and  unreliable  region  (Ci=0),  mi  is  the 
motion  vector  if  the  region  is  a  moving  target.  Note  that  we  have  removed  the  interest  points  and  natural  matching 
primitives  from  each  region  in  Eq.  (22),  which  are  only  used  during  the  3D  estimation  process.  And  more  precisely, 
the  number  of  neighboring  region  for  the  region  Ri  is  noted  as  Ji  (i=0, . . .,  N). 


20 


6.  CB3M:  Content-Based  3D  Mosaics 


The  output  of  the  two-phase  processing  -  pushbroom  mosaicing  and  content  extraction,  is  a  content-based  3D 
mosaic  (CB3M)  representation.  It  is  a  highly  compressed  visual  representation  for  very  long  video  sequences  of  a 
dynamic  3D  scene.  In  the  CB3M  representation,  the  panoramic  mosaics  are  segmented  into  planar  regions,  which 
are  the  primitives  for  content  representation.  Each  region  is  represented  by  its  mean  color,  region  boundary,  plane 
normal  /  distance,  and  motion  direction  /  speed  if  it  is  a  dynamic  object.  Relations  of  each  region  with  its  neighbors 
are  also  built  for  further  object  representations  (such  as  buildings,  road  networks)  and  automatic  target  recognition. 


6.1.  Basic  content-based  3D  mosaic  representation 

In  our  current  basic  implementation,  a  content-based  3D  mosaic  (CB3M)  representation  is  a  set  of  video  object  (VO) 
primitives  (i.e.,  patches,  e.g.  in  Fig.  9)  that  are  defined  as 


CB3M={Ri,  i=l,  ...,N} 


(23) 


where  Ri  is  defined  in  Eq.  (22).  As  a  summary,  they  are  explained  below: 

(1)  N  is  the  number  of  VOs,  i.e.,  “homogeneous”  color  patches  (regions); 

(2)  Ci  is  the  color  (3  bytes)  of  the  ith  region; 

(3)  bi  is  the  2D  boundary  of  the  ith  region  in  the  left  mosaic,  chain-coded  as  bi  =  {(xq,  yo),  G;,  bi,  b2  ,  ...  boi}, 
where  the  starting  point  (xo,yo)  has  4  bytes,  and  each  chain  code  has  3  bits.  Gi  is  the  number  of  boundary 
points  (which  needs  4  bytes  each)  and  G  =  ZG;  is  the  total  for  all  regions; 

(4)  {R.j,j=l,...,  Ji}  is  the  list  of  the  labels  of  neighboring  regions  of  the  ith  region,  each  needs  4  bytes  (assuming 
on  average  the  number  of  neighboring  regions  for  each  region  is  J,  i.e.  J  =  (1/N)  Eli ); 

(5)  Ci  =  2,  if  the  region  is  a  static  patch  with  reliable  plane  parameters  (see  (6));  Ci  =  1,  if  the  region  is  a  moving 
target  (therefore  with  mi,  see  (7));  Ci  =  0,  otherwise  (unreliable,  maybe  occluded  regions). 

(6)  ©i  =  (a„  bi,  Ci,  d,)  represents  the  plane  parameters  of  the  region  in  3D,  4  bytes  for  each  parameter;  and 

(7)  mi  represents  the  M  motion  parameters  of  the  region  if  in  motion  (e.g.  M  =2  for  2D  translation  (S^,  Sy)  on  the 
ground). 

Therefore  the  total  data  amount  is  (without  counting  Ci) 


i^color"^  i^boundary"^ 


neighbor 


+  Nstructure+  N 


motion 


=  3N  (8N-K3G/8)  4JN  4*4N-H4M*N„ 
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=  (27+4J)N+3G/8+4MN„  (bytes) 


(24) 


when  each  of  the  motion  and  structure  parameters  needs  4  bytes.  In  the  above  equation,  N^,  is  the  number  of  moving 
regions  (which  is  much  smaller  than  the  total  region  number  N).  Note  that  the  VO  primitives  are  those  patches 
before  region  merging  in  order  to  preserve  the  color  information. 

The  proposed  CB3M  representations  are  highly  compressed  visual  representations  for  very  long  video  sequences  of 
dynamic  3D  scenes.  The  representations  could  fit  into  the  MPEG-4  standard  (Koenen,  et  al,  1997),  in  which  a  scene 
is  described  as  a  composition  of  several  Video  Objects  (VOs),  encoded  separately. 

The  CB3M  construction  and  representation  provides  the  following  benefits  for  many  applications,  such  as  urban 
transportation  planning,  aerial  surveillance,  robot  navigation  and  urban  modeling.  A  long  image  sequence  of  a  scene 
from  a  fly-through  or  drive-through  is  transformed  in  near  real  time  into  a  few  large  FOV  panoramic  mosaics.  This 
provides  a  synopsis  of  the  scene  with  all  the  3D  objects  and  dynamic  objects  in  a  single  view.  The  3D  contents  of 
the  CB3M  representation  provide  three-dimensional  measurements  of  objects  in  the  scene.  Since  each  object  (e.g.  a 
building)  has  been  represented  into  3D  planar  regions  and  their  relations,  further  object  recognition  and  higher-level 
feature  extraction  are  made  possible.  The  motion  contents  of  the  CB3M  representation  provide  dynamic 
measurements  of  moving  targets  in  the  scene.  For  example,  in  traffic  monitoring,  the  motion  and  3D  contents  not 
only  provide  information  about  the  vehicles’  directions  and  speeds,  but  also  the  traffic  situation  of  a  road  segment 
since  each  road  “region”  can  also  be  extracted  based  on  its  3D  information  and  shape,  and  the  statistics  of  the 
moving  objects  on  the  road  can  provide  very  useful  traffic  information.  Finally,  the  CB3M  representation  is  highly 
compressed.  Usually  a  compression  ratio  of  thousands  to  ten  thousands  can  be  achieved.  This  saves  space  when  a  lot 
of  data  for  a  large  area  need  to  be  archived.  Real  examples  of  coding  and  compression  will  be  provided  in  the 
following  section. 

6.2.  Discussions:  occlusion  representation  and  higher  level  object  representation 

Since  the  basic  CB3M  representation  is  a  set  of  planar  patches  with  shape  and  appearance  properties,  it  can  be 
naturally  extended  to  represent  relations  between  regions,  and  occluded  regions  that  are  not  visible  or  only  partially 
visible  in  a  single  reference  mosaic  used  as  the  base  image  of  the  basic  CB3M  representation.  In  the  current 
implementation,  only  3D  parametric  information  of  planar  patches  in  the  reference  mosaic  is  obtained.  Since 
different  visibilities  are  shown  in  mosaics  with  different  viewing  directions,  we  want  to  extend  the  approach 
presented  in  Section  5  to  produce  multiple  depth  maps  with  multiple  reference  mosaics  and  then  integrate  the  results 
by  performing  occlusion  analysis.  The  neighboring  regions  of  each  patch  have  been  extracted  in  the  patch  and 
interest  point  extraction  step.  This  lays  a  solid  foundation  for  object  recognition  and  occlusion  handling,  which  will 
be  our  future  work.  Then  an  extended  content-based  3D  mosaic  representation  can  be  generated  by  inserting  the 
occluded  regions  in  the  basic  CB3D  representation,  similar  to  the  layered  representation  we  have  proposed  in  Zhu 
and  Hanson  (2004).  In  the  end,  the  extended  CB3M  representation  will  have  the  following  three  components: 

(1)  A  base  layer  that  consists  of  a  set  of  planar  patches  corresponding  to  the  reference  mosaic; 

(2)  A  set  of  occluded  patches  that  are  not  visible  in  the  reference  mosaic,  but  are  visible  in  other  views,  together 

with  the  corresponding  viewing  direction  information  for  these  patches;  and 

(3)  All  the  neighboring  regions  of  each  patch,  including  the  base  patches  and  occluded  patches. 
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With  these  three  components,  and  the  corresponding  viewing  direction  information,  the  extended  content-based  3D 
mosaic  representation  can  be  easily  converted  into  other  representations,  such  as  digital  elevation  map,  and  be  used 
for  image-based  rendering  since  both  the  shape/appearance  information  and  the  viewing  information  are  available. 
Furthermore,  developing  higher-level  representations  that  group  the  lower-level  natural  patches  into  objects 
(vehicles,  buildings,  roads,  humans)  are  also  possible,  for  applications  such  as  automated  target  recognition  and  3D 
model  indexing. 
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7.  Experimental  Results  and  analysis 


The  proposed  approach  for  the  content-based  3D  mosaic  representations  was  applied  to  multi-view  pushbroom 
mosaics  generated  from  real  world  video  sequences.  Here  we  present  three  examples:  the  flyover  of  a  campus  scene, 
a  ground  vehicle  drive-by  in  an  indoor  scene,  the  flyover  of  a  New  York  City  (NYC)  scene,  and  the  results  on  AFRL 
Columbus  Large  Format  Image  (CLIF)  dataset.  We  also  perfomied  evaluations  on  the  accuracy  of  3D  and  motion 
estimation  on  a  simulated  video  sequence  generated  with  the  ground  truth  data.  Finally  we  will  provide  some 
analysis  on  computation  time  in  both  stereo  mosaicing  and  content  extraction. 


Fig  10.  (a)  The  leftmost,  (b)  center  and  (c)  rightmost  views  of  the  nine  mosaics  of  a  simulated  scene.  The  final  CB3M 
representation  is  shown  in  (d).  Each  region  is  rendered  by  its  average  color.  Plane  parameters  (a,b,c,d){  in  blue)  and 
boundaries  for  several  representative  surfaces,  and  motion  displacements  (Sx,  Sy)  (in  red)  of  the  detected  moving 
targets  are  labeled  in  (d).  For  comparison,  (e)  and  (f)  show  the  rendered  ‘heighf’maps  of  the  scene  from  the  stereo 
matching  results  from  the  C*  stereo  pair  only,  and  from  all  the  mosaics,  respectively.  Finer  and  more  accurate  results 
are  obtained  in  (f).  Regions  marked  in  red  are  the  “outliers”that  will  be  passed  to  the  moving  target  test;  some  of 
them  are  due  to  occlusions  at  depth  boundaries  rather  than  independent  motion,  but  they  are  too  thin  or  too  small  to 
be  realmoving  targets.  The  detected  moving  targets  are  shown  in  (d). 


7.1.  Results  and  analysis  on  a  simulated  scene 

Nine  parallel-perspective  stereo  mosaics  were  generated  from  a  simulated  video  sequence  of  a  simulated  scene  with 
ground  tmth  data  of  both  3D  and  moving  targets  (Fig.  10).  The  sequence  was  generated  using  the  following 
parameters.  The  virtual  “aircraft”  with  a  video  camera  flew  at  a  300-meter  height  above  the  ground  along  a  ID 
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translational  direction,  and  the  motion  direction  is  perpendicular  to  the  optical  axis  of  the  camera.  The  focal  length 
of  the  camera  is  3000  pixels  (as  in  Eqs.  (1),  (4)  and  (6)),  and  the  camera  moves  with  a  constant  speed.  The  3D 
“buildings”  are  with  heights  from  5  to  120  meters  above  the  ground,  with  different  roof  shapes  (rectangular,  round, 
frontal,  ridged,  slanting,  and/or  with  small  attachments).  There  are  occlusions  between  buildings.  Each  of  the  eight 
moving  objects  has  a  height  from  2  to  5  meters,  and  undertakes  a  2D  translational  motion  with  constant  velocity 
during  the  period  of  the  capture  of  the  total  1640  frames  of  images,  except  the  one  labeled  as  “1”  in  Fig  10a,  which 
varies  in  velocity.  The  velocity  of  the  motion  of  each  moving  target  is  represented  in  centimeter  (cm)  per  frame. 
Nine  1 -column  width  slit  windows  are  used  to  generate  the  nine  mosaics  (refer  to  Fig.  4),  every  pair  of  the  two 
consecutive  windows  has  a  40-pixel  distance,  and  hence  the  total  distance  between  the  first  and  the  last  slit  windows 
is  320  pixels.  Fig.  10  only  shows  three  of  the  nine  mosaics,  (a)  the  leftmost,  (b)  the  center,  and  (c)  the  rightmost 
views.  Varying  occlusions/visibilities  can  be  seen  in  these  mosaics.  The  change  of  velocity  of  the  moving  target 
can  be  seen  from  the  varying  sizes  of  its  images  in  the  three  mosaics. 

From  the  nine  mosaics,  we  use  the  leftmost  mosaic  as  the  reference  image  to  match  with  the  other  eight  mosaics.  For 
each  region  in  the  reference  mosaic,  there  are  8  plane  estimation  results,  and  the  best  estimate  is  selected  for  the  3D 
parametric  representation  of  the  region.  The  final  “height”  map  (Fig.  lOf)  is  rendered  as  a  map  of  heights  of  objects 
from  the  ground,  i.e.  -H  &yld^,  (normalized  to  a  range  from  0  to  255  for  display).  For  comparison,  we  have  also 

generated  a  height  map  (Fig.  lOe)  from  the  stereo  matching  results  of  only  the  first  and  the  second  mosaics  (without 
region  merging).  It  can  be  seen  that  by  using  the  best  parameter  selections  from  multi-view  mosaics  and  utilizing  the 
plane  merging  step,  finer  3D  results  are  obtained  for  many  building  roofs,  and  more  accurate  results  are  obtained  for 
sides  of  buildings. 

We  have  also  compared  the  final  estimated  height  map  with  the  ground  truth  data.  The  error  histogram  (base  2 
logarithmic  scaling  on  the  number  of  pixels)  is  shown  in  Fig.  11a  for  all  the  regions  (including  the  moving  object 
regions  and  other  obvious  wrong  matches).  From  the  error  distribution,  we  have  found  that  the  errors  of  86.5% 
points  in  the  reference  mosaic  are  within  ±4  meters.  The  absolute  average  value  of  the  errors  for  those  points  is  only 
0.317  meters.  Note  that  in  theory,  the  error  of  the  depth/height  estimation  by  the  pushbroom  stereo  in  Eq.  2  can  be 
calculated  as  5Z  =  (H/dy)  5y,  where  5y  is  the  error  in  stereo  matching  (in  pixels).  In  this  experiment,  FI  is  300 
meters,  and  dy  is  from  40  to  320  pixels  (from  the  first  pair  to  the  8*  pair  of  stereo  mosaics),  and  ideally  5y  is  0.1 
pixels  with  the  sub-pixel  local  match  step.  Therefore,  the  theoretical  errors  after  local  match  go  from  0.75  down  to 
about  0.1  meters  from  the  first  pair  to  the  8*  pair.  Flowever,  larger  viewing  differences  introduce  larger  errors  in  5y, 
therefore  the  error  reduction  by  using  larger  disparities  (from  40  to  320)  is  not  as  significant  as  the  theoretical 
estimation.  On  the  other  hand,  plane  fitting  on  the  multiple  interest  points  with  sub-pixel  accuracy  increases  the 
accuracy  in  5Z,  which  leads  to  a  more  realistic  error  range  close  to  the  average  error  of  the  estimated  depths/heights 
in  this  experiment  (i.e.,  0.317m).  To  show  how  depth  errors  vary  and  how  the  planar  parameters  are  selected  among 
the  eight  pairs  of  stereo  mosaics  in  generating  the  final  height  map.  Fig.  11b  shows  the  estimation  errors  of  the 
planar  parameters  (from  the  ground  truth)  for  the  17  largest  regions  in  the  reference  mosaic.  Most  of  the  depth  errors 
are  below  0.3  meters,  and  the  magnitudes  are  comparable  among  different  pairs  of  stereo  mosaics  with  various 
“disparities”  (i.e.,  dy).  Because  of  this  reason,  for  each  region,  we  select  the  “best”  result  of  plane  parameter 
estimation  among  the  eight  stereo  pairs,  instead  of  using  the  last  pair  with  the  “largesf  ’  disparities.  Nevertheless,  the 
multi-view  approach  outperforms  the  two-view  approach  significantly.  Table  1  compares  the  average  depth  errors  of 


25 


depth  estimations  from  a  pair  of  stereo  mosaics  and  all  8  pairs  of  mosaics  for  all  pixels,  85%  of  pixels  and  75% 
pixels,  respectively.  It  clearly  indicates  that  multi-view  approach  reduces  the  depth  errors  to  about  50%. 
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Fig  11.  Depth  error  analysis,  (a)  Error  histogram,  (b)  Comparison  and  selection  among  the  results  from  the  8  pairs  of 

stereo  mosaics  for  the  largest  17  regions.  The  last  column  (9*)  shows  the  final  selection. 


Table  1.  Comparison  of  average  depth  estimation  errors:  two  views  and  multiple  views 


#  pixels 

75% 

85% 

100% 

6lst-pair 

0.20m 

0.54m 

5.42 

®all-pairs 

0.07m 

0.20m 

3.65 

After  the  regions  have  been  merged,  we  analyze  all  the  reliable  regions,  and  those  with  obvious  3D  anomalies  are 
marked  as  moving  objects  traveling  along  the  epipolar  lines.  For  example,  in  Fig.  10a,  the  heights  of  the  regions 
labeled  1  and  6,  if  treated  as  static  objects,  are  estimated  as  -39  meters  and  -50  meters  “high”  from  the  ground, 
respectively,  much  lower  than  the  ground  plane.  The  small  regions  labeled  2  and  5  are  estimated  as  94  meters  and  98 
meters  high  from  the  ground,  respectively,  much  higher  than  the  ground.  In  fact  all  these  regions  only  are  2  to  5 
meters  high  from  the  ground.  So  these  regions  with  such  3-D  “anomalies”  if  incorrectly  treated  as  static  objects  are 
detected  as  moving  targets. 


Table  2.  Motion  estimation  errors 


Obj 

Ground  Truth 

Estimated  Results 

Errors 

Idx 

(cm/frame) 

(cm/frame) 

(cm/frame) 

Sx 

Sy 

Sx* 

Sy* 

ASx 

ASy 

1 

0 

2.485 

0 

1.649 

0 

0.836 

2 

0 

-1.499 

0 

-1.628 

0 

0.129 

3 

1.064 

-1.262 

1.053 

-1.08 

0.011 

-0.181 

4 

-1.414 

1.414 

-1.444 

1.247 

0.031 

0.166 

5 

0 

-1.999 

0 

-2.012 

0 

0.013 

6 

0 

2.499 

0 

2.495 

0 

0.003 

7 

0.999 

0 

0.982 

-0.076 

0.017 

0.076 

8 

-0.781 

0 

-0.789 

-0.178 

0.007 

0.178 

On  the  other  hand,  those  unreliable  regions  (as  possible  candidates  for  moving  objects  not  along  the  epipolar  lines) 
further  go  through  2D-range  searches  for  matches  within  their  neighborhood  areas  (e.g.,  30x30-pixels  2D  range).  In 
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Fig.  10a,  regions  3,  4,  7  and  8  are  moving  targets.  They  do  not  obtain  reliable  matches  in  the  stereo  match  step,  but 
could  find  reliable  matches  from  their  2D  range  searches,  between  the  first  mosaic  and  the  rest  of  the  mosaics. 
Therefore  they  are  considered  as  moving  targets.  Note  that  those  regions  marked  with  red  boundaries  in  the  height 
map  have  good  matches  in  their  2-D  range  searches;  however,  most  of  them  are  (1)  just  at  the  depth  boundaries  of 
dramatic  depth  changes,  and  (2)  have  very  small  sizes,  or  have  very  thin  structures,  therefore  are  not  considered  to 
be  moving  targets  by  using  these  two  criteria.  (Same  treatment  is  done  for  motion  detection  in  real  video 
experiments  below.)  The  estimated  motion  parameters  (^x, .■?>-)  (in  pixels)  of  those  detected  moving  targets  from  the 
first  pair  of  stereo  mosaics  are  marked  on  the  CB3M  map  in  Fig.  lOd.  The  error  analysis  results  of  the  8  detected 
moving  targets  are  shown  in  Table  2.  The  average  error  of  the  2D  motion  estimation  is  (0.198,  0.008)  in  velocity 
(cm/frame),  or  (0.791,  0.033)  in  displacements  (pixels)  between  the  first  pair  of  the  stereo  mosaics.  The  error  for  the 
object  is  the  largest  since  its  velocity  is  not  constant. 

The  compression  of  a  video  sequence  comes  from  two  steps:  stereo  mosaicing  and  then  content  extraction.  For  the 
simulated  image  sequence,  we  have  1640  frames  of  640*480  color  images,  so  the  data  amount  is  1.44  GB.  The  size 
of  pair  of  the  stereo  mosaics  is  1320*640*2,  which  has  4.83MB  (without  compression).  The  two  mosaics  in  high- 
quality  JPEG  format  only  have  2*75  KB;  therefore,  a  compression  ratio  of  about  9,837  is  achieved  for  the  stereo 
mosaics  (the  first  step).  If  all  the  nine  mosaics  are  saved  for  mosaic-based  rendering  (Zhu  &  Hanson,  2006),  the  data 
amount  will  be  9*75KB  hence  the  compression  ratio  is  about  2,186. 

Then  after  color  segmentation,  3D  planar  fitting  and  motion  estimation,  we  obtained  the  CB3M  representation  (Fig. 
lOd)  of  the  video  sequence,  with  the  total  number  of  the  natural  regions  N  =  1,342  and  the  total  number  of  boundary 
points  G  =  119,477.  The  total  amount  of  data  in  its  CB3M  representation  is  80.8  KB  (with  a  header).  This  real  file 
size  is  consistent  with  the  estimation  of  data  amount  using  Eq.  (24),  which  is  about  79.2  KB  (without  the  coding  of 
the  information  of  neighboring  regions  for  each  region;  same  below).  The  data  amount  is  reduced  to  19.4  KB  with  a 
simple  lossless  WinZip  compression  on  the  CB3M  data;  therefore,  the  compression  ratio  is  about  76,061:1.  Note 
that  the  compression  ratio  depends  on  how  fine  the  color  segmentation  is.  In  the  example  shown  in  Fig.  lOd,  the 
main  visual  features  of  the  scene  are  coded.  More  importantly,  the  CB3M  representation  has  object  contents  which 
can  be  used  for  object  indexing,  retrieval  and  image-based  rendering.  The  plane  parameters  {a,b,c,d)  for  the  several 
representative  regions  are  shown  on  the  CB3M  map  in  Fig.  lOd  (from  left  to  right:  one  side  of  a  ridged  roof,  a 
slanting  roof,  ground  with  depth  Z=  300.0m,  roof  of  a  low  building  with  Z  =  289.0m,  and  side  and  roof  of  a  tall 
building  with  Z=180.0  m),  all  measured  from  a  camera  300  meters  above  the  ground. 

7.2.  Results  on  real  video  data:  a  campus  scene 

The  first  real  video  sequence  we  tested  our  approach  on  is  for  a  campus  scene  captured  by  a  camera  on  a  light 
airplane  Hying  about  300  meters  above  the  ground.  The  camera  was  calibrated  using  some  ground  truth  data.  The 
image  resolution  is  640*480.  Nine  mosaics  were  generated  from  the  1000-frame  aerial  video.  Fig.  12a  shows  a  pair 
of  stereo  mosaics  (embedded  in  red  and  green-blue  channels,  respectively)  from  the  nine  mosaics,  and  two  close-up 
windows  are  marked  in  the  stereo  mosaics,  which  include  both  various  3D  structures  and  moving  objects  (vehicles). 
Fig.  12b  is  the  “height’  map  (corresponding  to  the  reference  mosaic)  using  the  proposed  method.  Fig.  12c  and 
Fig.l2d,  Fig.  12e  and  Fig.l2f  show  the  images  of  the  two  close-up  windows  and  the  corresponding  “height’  maps. 
Note  the  sharp  depth  boundaries  are  obtained  for  the  buildings  with  different  heights  and  various  roof  shapes.  The 
average  heights  of  the  buildings  marked  as  A,  B,  C,  D  and  E  in  Fig.  12d  and  Fig.  12f  are  1 1.5m,  5.8m,  5.4m,  14.9m 
and  7.8m,  respectively.  The  long  building  (D)  has  a  slanting  roof  (left  side  is  higher).  Even  though  we  have  not 
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conducted  an  accurate  evaluation  due  to  the  lack  of  ground  truth  data,  these  estimations  are  consistent  with  the  real 
heights  of  these  buildings.  The  moving  objects  that  have  been  detected  across  all  the  nine  mosaics  are  shown  by 
their  boundaries  (in  red).  Those  vehicles  that  are  not  detected  by  our  algorithm  are  marked  by  rectangular  bounding 
boxes;  they  are  either  stationary  (as  those  in  the  boxes  2  and  3),  or  defomied  differently  across  the  mosaics  due  to 
the  changes  of  motion  in  velocities  (as  in  the  box  1)  and  directions  (as  in  the  box  4). 


Fig.  12.  3D  and  motion  from  multi-view  stereo  mosaics  of  an  aerial  video  sequence,  (a)  Apair  of  stereo  mosaics  from 
the  total  nine  mosaics;  (b)  height  map  of  entire  mosaic;  (c)  close-up  of  the  1**  window  marked  in  (a);  and  (d)  the 
height  map  of  the  objects  inside  that  window,  with  the  detected  moving  targets  marked  by  their  boundaries  and  those 
not  detected  by  rectangular  boxes;  (d)  close-up  of  the  2"''  window  marked  in  (a);  and  (f)  the  height  map  of  that 
window. 

The  CB3M  mosaic  (of  the  first  window  in  Fig.  12a)  is  shown  in  Fig.  13,  with  a  color,  a  boundary,  plane  parameters 
and  a  motion  vector  (if  in  motion)  for  each  patch  (region).  Again  we  examine  the  compression  of  the  real  video 
sequence  from  two  steps:  stereo  mosaicing  and  then  content  extraction.  For  the  real  image  sequence,  we  have  1000 
frames  of  640*480  color  images,  so  the  data  amount  is  879  MB.  The  size  of  pair  of  the  stereo  mosaics  (Fig.  12a)  is 
4448*1616*2,  which  has  41MB  (without  compression  and  with  more  than  half  empty  space  due  to  the  fact  that  the 
mosaics  go  in  a  diagonal  direction).  The  two  mosaics  in  high-quality  JPEG  format  only  have  2*560  KB;  therefore,  a 
compression  ratio  of  about  800  is  achieved  for  the  stereo  mosaics  (the  first  step).  If  all  the  nine  mosaics  are  saved  for 
mosaic-based  rendering,  then  the  data  amount  is  9*560KB  so  the  compression  ratio  will  be  179. 


Then  after  color  segmentation,  3D  planar  fitting  and  motion  estimation,  we  obtained  the  CB3M  representation  of  the 
video  sequence,  with  the  total  number  of  the  natural  regions  N  =  6,1 12  and  the  total  number  of  boundary  points  G  = 
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420,445.  The  total  amount  of  data  in  its  CB3M  representation  is  316  KB  (with  a  header).  This  real  fde  size  is 
eonsistent  with  the  estimation  of  data  amount  using  Eq.  (24),  whieh  is  about  315  KB.  The  data  amount  is  redueed  to 
90  KB  with  a  simple  lossless  WinZip  on  the  CB3M  data;  therefore,  the  eompression  ratio  is  about  10,001.  Note  that 
the  CB3M  representation  in  Fig.  13  eonsists  of  regions  eorresponding  to  rather  large  objeet  surfaees  in  order  to 
rapidly  obtain  robust  3D  struetures.  Flowever,  fine  details  are  not  preserved.  In  our  previous  experiments,  we  over¬ 
segmented  the  referenee  mosaie  so  that  finer  details  of  the  seene  ean  be  eoded.  In  that  ease  the  eompression  ratio 
was  still  over  2000. 


Fig.  13.  Content-based  3D  mosaic  representation  of  an  aerial  video  sequence.  Only  a  window  is  shown,  with  some  of 
the  regions  labeled  by  their  boundaries  and  plane  parameters  (in  blue),  and  the  detected  moving  targets  marked  by 
their  boundaries  and  motion  vectors  (in  red). 


Fig.  14.  Multi-view  stereo  mosaics  for  an  indoor  scene,  (a)  The  leftmost,  (b)  center  and  (c)  the  rightmost  views  of  total 
eleven  mosaics .  (d)  the  height  map  generated. 


7.3.  Results  on  real  video  data:  an  indoor  scene 

The  second  group  of  real-scene  mosaics  (Fig.  14)  was  generated  from  a  video  sequence  of  an  indoor  scene,  the  side 
view  of  several  bookshelves  and  a  file  cabinet  against  a  wall,  captured  by  a  video  camera  mounted  on  a  ground 
robot.  The  video  sequence  has  1020  frames  of  320*240  color  images.  We  show  this  example  to  indicate  that  the 
same  approach  applies  to  ground  video  sequences  and  indoor  scenes.  Eleven  mosaics  were  generated  and  used  as 
input  data  for  our  algorithm  to  generate  a  height  map  of  the  entire  scene.  Three  mosaics  and  the  final  “heighf  ’  map 
are  shown  in  Fig.  14,  with  the  “heighf’  values  measured  from  the  reference  plane  H.  Note  that  height  values  are  also 
obtained  for  textureless  regions  and  thin  structures.  This  information  can  be  used  for  localization  of  a  mobile  robot 
along  a  long  route  by  looking  at  the  side  of  the  route. 
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7.4.  Results  on  real  video  data:  an  NYC  scene 


The  NYC  mosaics  were  generated  from  a  video  sequence  from  an  NYC  HD  (high-defmition)  aerial  video  dataset 
(vol.  2)  we  ordered  from  http://www.artbeats.com/prod^rowse.php.  The  video  clip,  NYC125H2,  has  about  25 
seconds,  or  758  frames  of  high-defmition  progressive  video  (1080*2000).  Rooftops  and  city  streets  are  seen  as  the 
camera  looks  ahead  and  down  in  a  close  flight  just  over  One  Penn  Plaza  and  beyond  in  New  York  City.  Yellow 
taxicabs  make  up  a  noticeable  percentage  of  the  vehicles  traveling  the  grid  of  streets  in  this  district  of  mostly  lower- 
rising  buildings,  but  have  a  few  high-rise  buildings.  You  may  view  the  low-resolution  version  of  the  video  following 
the  link  we  have  provided  above.  Our  main  task  is  to  recover  the  full  3D  model  of  the  area  automatically,  with 
cluttered  buildings  with  various  heights,  from  less  than  ten  to  more  than  a  hundred  meters.  Fig.  15  shows  one  of  the 
four  multi-view  mosaics  generated  and  used  for  3D  reconstruction  and  moving  target  detection.  The  mosaic  that  is 
shown  here  has  been  turned  90  degrees,  therefore  the  camera  moves  in  the  direction  from  the  left  to  the  right  in  the 
mosaic.  The  size  of  the  mosaic  is  4816  (W)  x  2016  (H).  The  camera  slightly  tilted  to  the  up-right  side  so  the  ground 
plane  in  the  mosaic  is  not  leveled.  You  can  clearly  see  this  effect  in  the  depth  maps  in  Fig.  16. 


Fig.  15.  A4816  (W)  x  2016  (H)  mosaic  from  a  758-frame  high-resolution  NYC  video  sequence.  The  Manhattan 
world  geometric  constraint  is  illustrated  on  the  mosaic. 

This  data  set  is  very  challenging  due  to  the  cluttered  buildings  and  complex  micro-surface  structures  that  produce  a 
lot  of  small  homogeneous  color  patches  after  color  segmentation.  The  regions  with  low-rising  buildings  (the  right- 
hand  side  of  the  mosaic)  do  not  have  salient  visual  features  and  sufficient  disparity  for  reliable  depth  estimation.  So 
in  this  example,  we  also  applied  the  Manhattan  world  geometric  constraint  (Coughlan  &  Yuille,  1999)  to  further 
refine  the  3D  reconstruction  results.  The  detailed  discussion  of  our  algorithm  is  presented  in  our  previous  paper 
(Tang  &Zhu,  2008b).  As  shown  in  Fig.  15,  most  of  the  planes  (roads,  rooftops  and  facades  of  buildings)  are  either 
perpendicular  or  parallel  to  each  other,  therefore,  they  consist  of  three  orthogonal  domination  plane  directions.  In 
our  experiments,  among  of  all  regions  that  have  successfully  obtained  plane-fitting  results  from  multi-view  mosaics, 
those  with  reliable  matches  are  used  to  automatically  vote  for  the  three  domination  planes.  The  three  plane  norms 
are  [5.544,  1.360,  1.000],  [-0.792,  3.837,  1.000]  and  [-0.026,  -0.318,  1.000].  A  simply  cross-product  check  verifies 
they  are  almost  orthogonal  to  each  other  (The  angles  between  them  are  85.52”,  86.03°  and  92.69°).  The  information 
of  these  three  domination  plane  directions  is  very  useful  in  both  refining  the  3D  reconstruction  and  extracting 
moving  targets. 
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Fig.  16.  (a)  Depth  from  a  pair  of  mosaics,  (b)  from  four  mosaics,  and  (c)  color-coded  depth  map  of(b) 
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Then,  the  rest  of  regions,  i.e.,  the  “outliers”,  go  through  the  moving  object  detection  test.  We  use  the  same  method  as 
presented  in  Section  5.4,  and  for  this  NYC  data,  we  take  advantage  of  the  known  road  directions,  to  more  effectively 
and  more  reliably  search  for  matches  of  those  moving  vehicles.  The  road  directions  are  derived  from  the  two 
dominant  planes  of  the  building  fa9ades  (the  third  one  is  for  the  ground  and  rooftop). 

Fig.  16  shows  the  3D  reconstruction  results  of  the  NYC  video  data,  all  represented  in  the  leftmost  mosaic  -  the 
reference  view.  In  Fig.  16a,  the  height  map  is  rendered  from  the  3D  structure  result  reconstructed  from  the  first  pair 
of  stereo  mosaics.  It  can  be  seen  that  the  right-hand  side  has  many  spurious  small  regions.  Fig.  16b  shows  the  height 
map  rendered  from  the  result  from  the  integration  of  the  3  stereo  pairs  of  the  four  mosaics.  It  is  obvious  that  the 
height  map  has  improved  significantly.  The  height  map  looks  much  smoother;  many  spurious  depth  estimations  and 
small  regions  without  reliable  estimations  are  filled.  Fig.  16c  shows  the  colored  coded  height  map  from  multi -view 
mosaics  (same  as  Fig.  16b).  The  color  bar  on  the  right-hand  side  shows  the  correspondences  of  colors  and  height 
values.  Due  to  the  lack  of  the  flight  and  the  camera  parameters,  we  roughly  estimate  the  main  parameters  of  the 
camera  (i.e.,  the  height  Ft  and  the  focal  length  F)  from  some  known  buildings.  However,  this  gives  us  a  good 
indication  of  how  well  we  can  obtain  the  3D  structure  of  this  very  complex  scene.  For  example,  the  average  heights 
of  the  three  buildings  at  One  Penn  Plaza  (marked  as  A,  B  and  C  in  Fig.  16c)  are  105.32  m,  48.83  m,  and  19.93  m, 
respectively.  Our  approach  handles  scenes  with  dramatically  varying  depths.  Readers  may  visually  check  the  heights 
of  those  buildings  with  GoogleEarth.  Note  that  the  camera  was  not  pointing  perpendicularly  down  to  the  ground  and 
therefore  the  reconstructed  ground  is  tilted.  This  can  be  seen  from  the  colors  of  the  ground  plane. 


a  b 

Fig.  17.  Moving  target  detection  using  the  road  direction  constraint.  In  the  figure  (a)  and  (b)  are  the  corresponding 
color  images  and  height  maps  of  the  1  **  (bottom-left)  and  2"'*  (top-right)  windows  in  Fig.  15,  with  the  detected  moving 
targets  painted  in  red.  The  two  circles  show  the  three  moving  targets  that  are  not  detected.  The  arrows  indicate  the 
directions  of  the  roads  along  which  the  moving  targets  are  searched. 

The  moving  objects  (vehicles)  create  “outliers”  in  the  height  map,  as  can  be  clearly  seen  on  the  color-coded  map. 
For  example,  on  the  one-way  road  indicated  in  the  first  window  in  Fig.  15,  vehicles  moved  from  the  right  to  the  left 
in  the  figure,  therefore,  their  color-encoded  “height  values  have  more  red/yellow  colors  (i.e.,  the  estimated  heights 
are  much  higher  than  the  ground  if  assumed  static).  On  the  other  hand,  on  the  one-way  road  indicated  in  the  second 
window  in  Fig.  15,  vehicles  moved  from  the  left  to  the  right  in  the  figure,  therefore,  their  color-encoded  “height 
values  have  more  blue  colors  (i.e.,  the  estimated  heights  are  much  lower  than  the  ground  if  assumed  static).  After 
further  applying  the  constraint  of  road  directions  that  we  obtained  from  the  dominant  plane  voting,  moving  targets 
are  searched  and  extracted.  In  Fig.  17,  all  of  the  moving  targets  (vehicles)  are  extracted,  except  the  three  circled  in 
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the  figure.  These  three  vehicles  are  merged  with  the  road  in  color  segmentation.  Other  vehicles  that  are  not  detected 
were  stationary;  most  of  them  are  on  the  orthogonal  roads  with  red  traffic  signals  on  for  stop,  and  a  few  parked  on 
these  two  one-way  roads. 

7.5.  Code  modification  and  results  on  AFRL  CLIP  data 

We  also  made  modifications  to  the  mosaicing  software.  The  GUI  interface  was  removed  since  it  was  Windows 
specific.  In  addition  we  are  now  using  the  OpenCV  library  to  handle  image  lO.  This  allows  the  program  to  use  all 
major  supported  image  formats  Gpeg,  png,  bmp,  etc).  These  changes  have  now  made  the  software  cross-platform,  it 
will  compile  on  Windows  (Visual  and  Mac  OS  X/UNIX  (g++).  We  are  also  making  use  of  SIFT  features  for 
the  ray  interpolation  in  mosaic  generation.  Using  the  new  software  system,  we  have  generated  mosaics  from  both 
EO  and  IR  images  of  the  CLIP  2006  datasets,  and  preliminary  3D  reconstruction  results  have  also  been  obtained 
(Fig.  17). 
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Fig.  17.  Stereo  mosaics  and  their  depth  map  generated  from  246  images  (2  frames  per  second)  of  the 
CLIP  2006  dataset.  In  generating  the  mosaics,  the  original  CLIP  images  were  down-sampled  by  4  times  to 
1001x668,  and  the  final  mosaics  are  of  the  size  of  4800x1300.  The  mosaics  are  again  scaled  for  display. 
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7.6.  Computation  time  analysis 

The  two-phase  CB3M  eonstruetion  is  also  effieient  in  eomputation  time.  The  following  statisties  was  obtained  when 
our  program  was  run  on  a  PC  with  Windows  XP,  an  Intel  Core  2  Duo  2.0GHz  CPU,  4M  eaehe,  3GB  memory, 
800MHz  FSB  (BUS).  Most  of  the  eomputation  time  in  the  first  phase  (stereo  mosaieing)  was  spent  on  orientation 
estimation  using  a  pyramid-based  image  registration  method,  and  stereo  mosaieing  based  on  the  PRISM  algorithm. 
For  a  typieal  video  sequenee  with  a  resolution  of  640*480,  the  speed  of  the  first  phase  was  about  5  Hz  (5  frames  per 
seeond).  More  analysis  on  time  eomplexity  of  image  registration  ean  be  found  in  a  related  paper  of  ours  (Zhu,  et  al, 
2005). 

Sinee  this  paper  is  mainly  foeused  on  the  seeond  phase,  we  will  provide  more  information  for  this  phase.  In  this 
phase,  most  of  the  eomputation  time  is  spent  on  two  steps:  segmentation  (a  pre-proeessing  step  to  segment  the 
referenee  image)  and  matehing  (the  followed  step  of  matehing  multi-view  pushbroom  mosaies).  The  segmentation 
step  was  implemented  using  the  mean  shift  algorithm  by  Comanieu  &  Meer  (2002)  and  a  toolbox  provided  by  the 
authors,  and  the  matehing  step  was  implemented  by  us  in  C-t-l-. 

Mean  shift  algorithm  is  one  of  the  most  popular  nonlinear  elustering  algorithms.  It  has  been  used  to  segment  an 
image  by  elustering  the  image  into  eolor  patehes  and  eaeh  pateh  is  a  eluster  in  eolor  spaee  (Comanieu  &  Meer  , 
2002).  The  souree  eode  is  available  to  download  from  their  website 
at  http://www.eaip.rutgers.edu/riul/researeh/eode/EDISON.  The  toolbox  is  implemented  using  C-t-l-  with 
wxWidgets,  the  latter  is  an  open  souree,  eross-platform  GUI  and  tools  library  for  GTK,  MS  Windows,  and  MaeOS. 
Given  an  image  together  with  a  few  segmentation  parameters  (for  elustering  in  eolor  spaee),  the  segmentation 
program  will  produee  a  labeled  image  (display  on  sereen  and/or  write  segmented  image  onto  disk). 

Table  3  lists  the  time  performanee  for  the  three  video  sequenees  we  have  presented  in  this  paper:  the  eampus  seene, 
the  indoor  seene,  and  the  NYC  seene.  For  eaeh  sequenee,  the  effeetive  size  of  eaeh  mosaie  (denoted  as  M),  the 
number  of  patehes  produeed  in  the  referenee  mosaie  after  segmentation  (denoted  as  N),  the  seareh  ranges  in  both  the 
direetion  of  the  eamera  motion,  and  the  perpendieular  direetion  (denoted  as  Sh  and  Sy),  the  number  of  pairs  of 
pushbroom  mosaies  (denoted  as  K)  used  in  eaeh  ease,  and  the  times  spent  in  both  segmentation  and  matehing  are 
listed  in  the  table.  Note  that  in  the  table,  the  sizes  of  the  mosaies  are  the  effeetive  sizes  that  eount  the  real  seene 
pixels,  exeluding  those  pixels  that  are  blank  in  the  borders  (this  is  partieularly  obvious  for  the  eampus  seene  sinee 
the  mosaies  run  in  a  diagonal  direetion).  Apparently,  among  the  two  steps  (segmentation  and  matehing),  mueh 
longer  time  is  spent  on  multi-view  stereo  matehing,  whieh  ineludes  the  eorrelation  step  in  loeal  mateh  (Seetion  5.1), 
and  image  warping  in  mateh  evaluation  (i.e.,  SSD)  in  the  multi-view  refinement  (Seetion  5.2)  and  plane  updating 
using  global  and  loeal  eonstraints  (Seetion  5.3).  Sinee  both  loeal  mateh  and  image  warping  are  based  on  patehes 
over  multiple  mosaies,  the  mateh  time  is  therefore  a  funetion  of  the  number  of  patehes  N,  number  of  pairs  of 
mosaies  K,  and  eomplexity  of  the  seene  (leading  to  various  numbers  of  interests  points).  Roughly,  the  time 
eomplexity  for  pateh-based  multi-view  loeal  mateh  and  warping  ean  be  estimated  as 

T  =  O(NKShSv)  -tO(SK)  (25) 

where  the  first  term  is  for  loeal  mateh,  whieh  is  proportional  to  the  number  of  patehes,  the  number  of  mosaie  pairs 
and  the  seareh  area,  while  the  seeond  term  is  for  the  image  warping,  whieh  is  proportional  to  the  effeetive  size  of  the 
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mosaic  (since  all  the  pixels  need  to  be  warped  to  estimate  the  goodness  of  stereo  match),  and  the  number  of  mosaic 
pairs. 


The  last  two  columns  of  Table  3  are  the  real  time  spent  in  segmentation  and  matching  (in  seconds),  respectively,  and 
the  average  time  (in  ms)  spent  per  patch  for  segmentation,  and  per  patch  per  pair  of  mosaics  for  stereo  match.  In 
particular,  the  average  times  in  match  per  patch  in  the  three  examples  are  comparable,  which  are  roughly  speaking 
only  functions  of  the  eorresponding  search  ranges.  Note  that  we  have  not  optimized  the  code  for  eomputational 
effieieney  for  correlation  and  warping,  which  could  be  implemented  using  look-up-table  and  integer  iteration 
teehniques  that  will  greatly  improve  the  time  performance. 

Table  3.  Computation  time  analysis 


Clips 

Effective 
Size  of 
mosaic 
(M) 

#of 

patches 

(N) 

#of 

mosaic 

pairs 

(K) 

Search 

Range 

(Sh,Sv) 

Segmentation 
time  (Ts  in 
seconds,  and 
Ts/N  in  ms) 

Matching  time 
(Tmin 
seconds,  and 
Tm/(NK)  in 
ms) 

Ts 

Ts/N 

Tm 

Tm/(NK) 

Campus 

3900x700 

15298 

8 

(8,7) 

44 

2.88 

5973 

48.81 

Indoor 

3850x250 

3204 

10 

(15,3) 

3 

0.94 

745 

23.25 

NYC 

3700x2000 

37166 

3 

(30,  8) 

330 

8.88 

9420 

84.49 

Fig.  18.  Four  parallel-perspective  views  with  different  viewing  angles  overa  close-up  ofthe  New  York  City  scene. 
Parallax  is  preserved  as  well  as  the  dynamic  motion  of  moving  vehicles . 
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8.  Image-Based  Rendering  Using  Stereo  and  3D  Mosaics 


We  have  shown  a  system  that  ean  take  video  sequenees  of  large-seale  seenes  as  input  and  is  able  to  produee  large 
field-of-view  pushbroom  mosaies,  as  well  as  reeonstmeted  3D  data  and  dynamie  objeet  deteetion.  In  the  following 
seetions  we  deseribe  how  the  multi-view  mosaies  and  CB3M  data  are  used  and  visualized  now  and  how  these  may 
be  delivered  over  the  Internet. 

8.1.  Mosaic-based  rendering 

The  first  output  we  ereate  after  phase  I  is  a  set  of  multi-view  pushbroom  mosaies,  as  illustrated  in  Figure  1 .  We  have 
applied  our  system  to  a  minute  long  (HD  -  1080p)  aerial  video  of  New  York  City.  Fig.  18  shows  four  elose-up 
views  of  the  (8  total)  mosaies  that  were  generated  for  the  seene  taken  over  New  York  City.  The  first  mosaie  elose-up 
is  ereated  by  one  of  the  leading  seanline’s  (forward  looking  relative  to  the  motion)  and  the  fourth  mosaie  elose-up  is 
ereated  by  a  trailing  seanline  (baekward  looking).  It  ean  be  visually  inspeeted  that  the  motion  parallax  of  struetures 
are  preserved  and  the  seene  is  aligned  (note  that  these  four  mosaie  elose-ups  represent  novel  parallel-perspeetive 
views  from  viewing  angles  that  are  far  apart).  There  are  two  ways  in  whieh  we  ean  view  the  mosaies: 

Mosaic  viewing  Viewing  the  mosaies  independently  already  provides  an  effieient  representation  and  summary  of 
the  seene  being  imaged.  By  staeking  all  of  the  mosaies  generated  and  flipping  among  them  we  ean  observe  that 
objeet  movements  and  parallax  are  also  preserved.  We  have  thus  effieiently  represented  a  eompressed  150MB,  1 
minute  long  video  in  a  set  of  8  mosaies  eneoded  in  JPEG,  with  an  average  size  of  2.5MB  eaeh.  (Molina,  et,  al,  2008 
-  See  nye-2d.mov) 

Stereo  viewing  The  multi-view  mosaies  ean  also  be  rendered  to  view  the  3D  data  using  eyan-red  glasses  (Molina, 
et,  al,  2008  -  See  nye-anaglyph.mov)  or  shutter  glasses.  This  is  possible  sinee  the  mosaies  generated  are  aligned  and 
in  stereo  eorrespondenee.  We  have  ereated  a  desktop  applieation  (Fig.  19)  that  loads  all  of  the  mosaies  and  eombines 
two  views  at  a  time  to  ereate  an  anaglyph  by  using  the  red  ehannel  from  one  mosaie  and  the  green  and  blue  ehannels 
of  another.  The  applieation  allows  us  to  set  the  ‘disparity’  defined  as  the  distanee  between  the  two  eonseeutive 
mosaie  views  used,  and  the  viewing  angle  by  allowing  the  user  to  gradually  ehange  whieh  two  mosaies  are  being 
viewed  (using  viewing  ‘position’  slider  in  Fig.  19).  In  addition  we  ean  pan  and  zoom  the  mosaie.  The  applieation 
also  works  with  shutter  glasses  and  ean  be  potentially  used  with  polarized  glasses. 

Reeently  3D-DLP  display  teehnology  has  beeome  available  in  eonsumer  rear-projeetion  and  LCD  televisions.  The 
teehnology  is  now  inexpensive  and  will  soon  beeome  a  standard  feature  on  televisions  from  major  manufaeturers. 
Standardization  eommittees  are  working  on  formats  for  Video,  HDMI  and  Blu-Ray  Dises  to  support  3D  eontent. 
Our  visualization  applieation  is  already  working  on  these  displays  and  demonstrates  an  improvement  in  3D 
pereeption.  The  major  benefit  with  3D-DLP  displays  is  that  they  run  at  a  120  Hz  refresh  rate  (more  expensive 
eonsumer  models  are  already  shipping  at  240  Hz).  The  shutter  glasses  then  alternately  turn  on  and  off,  redueing  the 
rate  to  60  Hz  for  the  viewer  whieh  is  high  enough  to  prevent  the  pereeption  problems  the  last  generation  of  the 
teehnology  had.  In  addition  the  shutter  glasses  allow  the  viewers  to  see  the  full  eolor  of  the  3D  eontent;  with  eyan- 
red  glasses  there  is  a  major  loss  of  eolor  due  to  the  eolor  filtering  performed  by  the  glasses. 
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Our  pushbroom  mosaicing  algorithm  and  mosaics  do  not  require  any  changes  to  work  on  new  3D  displays.  Only  the 
method  of  displaying  the  images  is  modified.  Stereo  viewing  of  multi-view  mosaics  works  well  and  can  be  further 
improved  by  applying  the  techniques  presented  and  evaluated  by  Ideses  and  Yaroslavsky  (2005). 


Figure  19.  Screenshot  of  Multi- View  Mosaic  Viewer  displaying  a  cyan-red  anaglyph. 

8.2.  Content-based  mosaic  rendering 

True  3D  models  can  be  visualized  by  rendering  the  3D  plane  patches  described  in  the  CB3M  reconstruction  of 
scenes.  In  addition,  it  is  possible  to  texture  map  the  3D  models  by  using  the  multi-view  pushbroom  mosaics.  On  the 
desktop,  scenes  can  be  rendered  using  OpenGL  or  DirectX.  A  rendered  3D  model  will  allow  for  additional 
information  to  be  overlaid,  such  as  images  and  videos,  and  hot  spots  that  link  to  related  websites  or  media. 

Rendering  in  true  3D  over  the  web  enables  applications  like  those  described  above  to  be  built.  But  while  3D  formats 
for  web  delivery  exist,  3D  content  is  lacking,  and  web  browser  plug-ins  and  3D  browsers  do  not  yet  have  a  large 
user  base.  The  CB3M  format  we  use  is  an  efficient  format  for  storing  and  sharing  large-scale  3D  scenes,  but  is  not 
meant  to  provide  all  of  the  additional  features  that  standard  formats  provide.  Although,  it  is  possible  to  convert  our 
CB3M  data  to  other  formats  as  necessary. 

Various  3D  formats  exist  for  the  Internet,  many  are  proprietary  or  have  evolved  from  products  and  others  are  open 
standards.  Many  websites  and  companies  have  used  the  formats  but  they  still  have  not  reached  the  market 
penetration  other  rich  content  formats  on  the  web  (such  as  Flash)  have  reached.  VRML  and  its  successor  X3D  are 
both  ISO  standards  and  development  is  being  led  by  the  Web3D  Consortium.  VRML  (Virtual  Reality  Markup 
Language)  was  the  first  standard  for  3D  content  on  the  Web  and  it  has  been  widely  used  among  3D  applications. 
X3D  (which  is  based  on  XML)  is  the  more  recent  ISO  standard  and  successor  to  VRML.  Many  3D  applications  can 
export  to  the  VRML  and  X3D  formats.  Both  VRML  and  X3D  allow  for  scripting  and  animation  of  3D  models. 

COLLADA  is  another  XML  based  open  format  that  is  being  developed  as  an  industry  standard  for  3D  data 
exchange.  COLLADA’s  development  is  being  led  by  the  Khronos  Group  which  also  controls  many  other  open 
standards,  which  include  OpenGL.  The  COLLADA  specification  was  not  designed  for  the  web,  but  it  can  be  used  in 
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conjunction  with  X3D  and  provides  many  features  for  representing  3D  data.  Google  Earth  allows  importing  and 
exporting  the  COLLADA  format  in  addition  to  its  own  KML  format. 
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9.  Generating  Mosaics  with  Circular  Camera  Path 


In  the  following,  we  will  discuss  the  generation  of  stereo  mosaics  under  circular  camera  path.  Eipipolar  geometry  of 
circular  pushbroom  stereo  mosaics  and  issues  on  mosaic  generation  will  be  discussed.  By  combining  the  models 
under  both  linear  motion  and  circular  motion,  we  hope  to  pave  the  way  to  establish  stereo  mosaic  models  under 
more  general  motion  in  the  future. 

9.1.  Ideal  imaging  geometry 

AID  camera  with  a  single  column  off  the  center  of  an  angle  P,  moves  along  a  circular  path  with  a  center  C  and  a 
radius  R.  The  camera’s  optical  axis  Z  is  perpendicular  to  the  circular  path.  A  circular  “panoramic”  image  is 
generated  by  this  scanning  camera  (Fig.  20).  The  scanlines  of  the  circular  images  are  circles.  Such  an  image  is 
represented  by  I(a,r),  where  a  is  the  angle  of  the  pixel  along  the  circular  measured  from  a  starting  point,  and  r  is  the 
distance  along  the  column  direction. 


Fig.  20.  Circular  imaging  geometry  Figure  21.  Circular  stereo  geometry 

9.2.  Stereo  correspondences  and  3D  reconstruction 

Given  two  such  circular  scanning  cameras  moving  on  the  same  circular  path  with  a  center  C  and  a  radius  R,  both 
with  viewing  angle  P,  one  looking  forward  (Ol)  and  the  other  looking  backward  (02),  a  pair  of  circular  stereo 
panoramas  can  be  generated  (Fig.  21).  For  any  3D  point  P,  its  correspondences,  pi(ai,ri)  and  p2  (a2,r2),  in  the  two 
panoramas  are  (approximately)  along  a  circular  scanline.  Therefore,  we  have  rl  =  r2,  and  the  angular  disparity 

a=a2-ai.  (26) 


The  baseline  B  between  the  two  views  Oi  and  O2  can  be  calculated  as 

B  =  2R  sin(a/2)  =  Ra,  (27) 

where  a  is  measured  in  radian,  and  the  radius  is  much  larger  than  the  arc  length  B.  Then  the  distance  from  each  view 
(Ol  or  02)  to  the  3D  point  can  be  calculated  as 


40 


D  =  R  siii(a/2)  /  sinP  =  Ra  /(2P) 


where  is  also  measured  in  radian.  Hence  the  Z  coordinate  of  the  point  P  can  be  computed  as 

Z  =  D  cosP  =  R  sin(a/2)/tanP  =  2Ra  /tanP  (28) 

We  want  to  note  here  that  pushbroom  stereo  mosaics  under  circular  motion  path  is  different  from  multi-perspective 
stereo  panoramas  with  circular  projections  (Peleg,  et  al,  2001;  Shum  &  Szeliski,  1999).  In  stereo  panoramas  with 
circular  projections,  the  optical  axis  of  the  camera  points  to  the  center  of  the  circular  motion,  while  in  pushbroom 
stereo  mosaics,  the  optical  axis  of  the  camera  is  perpendicular  to  the  circular  motion  path.  In  fact,  in  all  the  cases 
where  the  optical  axis  is  not  pointing  to  the  center  of  the  circular  path,  pushbroom  stereo  mosaics  can  be  generated 
by  applying  image  rectification  before  mosaicing. 

Second,  in  circular  pushbroom  stereo  mosaics,  depth  error  is  independent  of  the  depth  in  theory  (Eq.  28),  which  is 
the  same  as  linear  pushbroom  stereo  mosaics.  Therefore,  the  two  types  of  pushbroom  stereo  mosaics  can  be 
combined  into  one  model  for  a  more  general  motion,  in  that  the  motion  is  characterized  by  piecewise  linear  and 
circular.  Then  if  a  camera  moves  on  a  more  general  path,  a  generalized  pushbroom  mosaic  can  be  built  along  that 
path,  in  which  the  projection  is  perspective  perpendicular  to  the  direction  of  the  motion.  If  the  rates  of  changes  of 
motion  directions  are  slow,  we  can  fit  the  path  with  smooth,  piecewise  linear  and  circular  (with  large  radii),  so  that 
locally  the  epipolar  geometry  is  still  along  “scanlines”. 

9.3.  Stereo  mosaicing  from  video  with  circular  camera  path 

In  the  following  we  discuss  how  we  can  generate  such  circular  mosaics  from  an  aerial  video  sequence  when  a 
camera  undergoes  a  circular  path.  In  theory,  a  pair  of  stereo  mosaics  can  be  created  by  extracting  two  columns,  with 
the  same  viewing  angle  P,  one  looking  forward  and  the  other  looking  backward.  However,  there  are  several  practical 
issues.  We  assume  the  camera  moves  on  a  perfect  circular  path,  or  the  circle  is  large  enough  to  compensate  the  small 
drifts  of  the  camera  from  the  viewing  circle  by  2D  image  translations.  The  camera  may  not  have  a  nadir  viewing 
angle,  so  an  orthorectification  step  is  carried  out  before  mosaicing.  Finally,  the  camera  views  may  not  be  dense 
enough  to  generate  a  dense  and  seamless  circular  mosaic  if  only  one  column  is  extracted. 

We  will  describe  the  steps  to  create  one  such  mosaic,  with  a  viewing  angle  p.  A  pair  of  stereo  mosaics  can  be 
generated  in  the  same  way. 

Step  1.  Camera  orientation  estimation. 

This  can  be  done  by  using  either  INS/GPS  or  bundle  adjustment  techniques.  We  realize  this  is  an  important  step,  but 
in  this  project,  we  will  mainly  focus  on  the  geometric  models  and  the  stereo  mosaicing  algorithms.  There  is  a  large 
body  of  literature  discussing  this  issue. 

Step  2.  Camera  path  generation  and  image  rectification. 

By  fitting  the  viewpoints  of  the  moving  camera,  a  circular  path  (with  center  C  and  radius  R)  can  be  found.  Then  the 
images  in  the  sequence  is  transformed  (by  rotation  and  translations)  so  that  each  rectified  image  has  a  viewpoint  on 
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the  circular  path,  and  has  an  optical  axis  perpendicular  to  the  circular  path.  Then  the  rectified  sequence  is  ready  for 
use  in  creating  mosaics. 

Step  3.  Circular  image  transformation 

By  using  the  information  of  the  circular  path,  each  image  should  be  transformed  from  its  rectilinear  representation  to 
a  circular  representation  (Fig.  22).  This  step  can  be  combined  with  Step  2. 


Fig.  22.  From  rectUinear  to  circular  images 


Step  4.  Circular  panorama  generation. 

Given  two  views,  01  and  02,  two  rays  (with  circular  angles  ai  and  a2  determined  by  the  two  view  locations)  can  be 
directly  cut  from  column  b  in  each  image,  and  paste  to  the  mosaics.  The  circular  angle  between  them  is  a. 
Between  these  two  columns,  finding  the  correspondences  Pi  and  Pi  of  a  3D  point  P,  in  the  two  images  respectively, 
the  distance  of  the  point  P  can  be  calculated  as 


Z  =  Ra/(pi-P2) 

Then  the  circular  angle  ai  of  the  reprojected  ray  to  the  viewing  direction  of  P  is 
ai  =Z(pi-p)  =  R  a  (pi-P)  /  (pi-Pi) 


(29) 


(30) 


Fig.  23.  Circular  mosaic  generation 
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Note  that  Eq.  (30)  indicated  that  this  procedure  is  strikingly  similar  to  the  parallel  ray  interpolation  for  stereo 
mosaicing  (PRISM)  we  have  proposed  (Zhu,  et  al,  2004),  therefore  the  same  PRISM  algorithm  with  slight 
modification  can  be  directly  applied  for  both  linear  pushbroom  mosaicing  and  circular  pushbroom  mosaic,  and  then 
to  the  generalized  pushbroom  mosaicing.  A  dense  2D  mosaic  can  be  generated  by  image  area  triangulation  and 
interpolation  (Zhu,  et  al,  2004).  Furthermore,  linear  pushbroom  mosaics  are  a  special  case  of  circular  pushbroom 
mosaics  when  the  radius  of  the  circular  path  is  infinite. 

9.4.  Experiments  and  preliminary  results 

Three  data  sets  have  been  used  to  evaluate  our  circular  mosaic  algorithm.  The  first  set  is  a  simple  simulation  with 
perfect  circular  camera  motion.  The  camera  has  a  nadir  view  of  the  scene  at  an  altitude  of  600  meters  moving  in  a 
circle  with  radius  156.4  meters.  The  camera’s  FOV  is  15.189  degrees.  The  second  data  set  was  a  simulation 
provided  by  Numerica.  In  this  simulation  the  camera  traveled  at  an  altitude  of  2000  meters  in  a  circular  path  with  a 
2000  meter  radius.  The  camera’s  FOV  is  2  degrees  and  was  fixated  on  the  center  of  the  scene.  This  simulation  did 
not  have  perfect  consistent  angles  and  motion  on  the  scene.  The  third  set  of  data  was  taken  from  the  CLIF  2007 
dataset.  Sequences  of  360  degree  circular  paths  were  extracted  from  camera  0;  in  particular  they  are  frames 
‘000000-100075’  to  ‘000000-100305’,  a  total  of  231  frames. 

Simple  simulation 

In  this  simulation  the  center  of  the  camera  path  is  known  and  the  same  for  all  frames.  We  go  directly  to  Step  3 
(circular  image  transformation)  in  our  algorithm.  Fig.  24  shows  the  original  camera’s  image  and  it  transformed  into 
a  circular  projection  image  using  a  Cartesian  to  Polar  coordinate  transformation  where  the  center  is  at  (320,-386)  in 
pixels.  (Note:  -386  in  the  Y-axis  refers  to  center  being  386  pixels  above  the  image.) 


Fig.  24  On  the  left  is  the  original  frame  in  Cartesian  X,Y  coordinates; 
On  the  right  is  the  transformed  image  in  Polar  R,0  coordinates. 


In  the  original  sequence  the  camera  motion  was  circular  and  counter-clockwise  in  Cartesian  coordinates.  After  Step 
3  the  sequences  radii  of  the  images  are  registered  and  the  motion  is  only  in  the  angle  9;  hence  in  the  transformed 
sequence,  this  is  a  linear  motion.  We  can  do  Step  4  (circular  panorama  generation)  on  the  transformed  sequence 
using  our  pushbroom  mosaicing  algorithm.  In  addition  this  allows  us  to  generate  multiview  pushbroom  mosaics. 
Fig.  25  shows  a  “left”  view  and  a  “right”  views  of  the  simulated  scene. 
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Fig.  25.  The  top/bottom  views  show  left/right  mosaics  of  the  scene.  The  Y-axis  represents  radius, 
and  the  X-axis  represents  degrees.  Both  mosaics  show  360  degrees  of  coverage. 

Fig.  26  shows  one  of  the  left  view  mosaics  transformed  back  to  Cartesian  coordinates,  which  shows  an  undistorted 
global  view  of  the  original  scene. 


Fig.  26.  One  of  the  left  view  mosaics  transformed  back  to  Cartesian  coordinates 
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Numerica  simulation  results 

The  Numerica  simulation  was  not  a  perfect  circular  camera  motion  case.  For  this  sequence  a  very  fast  and  coarse 
registration  was  applied  to  estimate  the  center  of  the  camera’s  path.  Then  again  the  images  are  warped  into  the  polar 
coordinate  system  so  that  the  motion  of  the  polar  sequence  is  a  linear  motion  and  our  pushbroom  mosaicing  program 
can  be  applied  to  the  warped  sequence.  Fig.  27  shows  one  of  the  circular  mosaics  and  its  conversion  back  to 
Cartesian  coordinates. 


Fig.  27.  Apolarmosaic  (top)  ofthe  Numerica  simulation  and  its  Cartesian  conversion  (bottom). 
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Note  that  in  the  Cartesian  eonversion  image,  the  head  and  tail  are  not  aligned  very  well  due  to  the  registration  error. 
These  results  were  all  derived  from  image  based  teehniques.  The  result  ean  be  further  improved  by  applying  image 
reetifieation  from  image  based  teehniques  (not  done  in  this  test)  or  using  INS/GPS  data  whieh  is  available  in  this 
sequenee. 

CLIP  2007  results 

These  results  are  for  a  eireular  eamera  path  sequenee  in  eamera  0  of  the  CLIP  2007  dataset.  These  results  were 
attained  without  any  image  reetifieation  prior  to  Step  3.  Only  an  image  based  registration  is  applied  for  Step  4  on  the 
transformed  imagery.  An  estimate  of  the  eamera  path  eenter  was  used  for  the  following  results. 


Fig.  28.  A  polar  representation  of  a  mosaic  of  fiiU  360  degrees . 


Fig.  29.  A  cropped  portion  of  the  right  end  of  the  scene  above. 


In  this  sequence  we  noted  that  the  camera  moved  significantly  more  between  frames  in  the  middle  of  the  sequence. 
While  a  registration  was  still  attained,  it  did  not  work  as  well  for  pushbroom  mosaicing  (this  is  why  we  see  gaps  in 
the  full  mosaic).  Using  a  higher  frame  rate  would  improve  this  problem. 
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lO.Concluding  Remarks 


In  this  work  we  propose  to  construct  a  content-based  3D  mosaic  representation  (CB3M)  for  long  video  sequences  of 
3D  and  dynamic  scenes  captured  by  a  camera  on  a  mobile  platform.  In  real  applications,  the  motion  of  the  camera 
should  have  a  dominant  direction  of  motion  (as  on  an  airplane  or  ground  vehicle),  but  6  DOF  motion  is  allowed.  A 
two-phase  approach  is  presented  to  create  a  CB3M  representation.  In  the  first  phase,  multiple  parallel-perspective 
(pushbroom)  mosaics  are  generated  to  capture  both  the  3D  and  dynamic  aspects  of  the  scene  under  the  camera 
coverage.  In  the  second  phase,  a  multi-view,  segmentation-based  stereo  matching  approach  is  applied  to  extract 
parametric  representation  of  the  color,  structure  and  motion  of  the  dynamic  and/or  3D  objects,  and  to  represent  them 
as  planar  surface  patches. 

The  content-based  3D  mosaic  (CB3M)  representation  is  a  highly  compressed  visual  representation  for  very  long 
video  sequences  of  dynamic  3D  scenes.  It  could  fit  into  the  MPEG-4  standard,  in  which  a  scene  is  described  as  a 
composition  of  several  Video  Objects  (VOs),  encoded  separately.  The  compression  of  a  video  sequence  comes  from 
both  steps:  stereo  mosaicing  and  then  content  extraction.  For  both  simulated  and  real  image  sequences  of  large-scale 
cultural  scenes  with  many  man-made  buildings  and  vegetations,  with  more  than  1000  frames  of  640*480  color 
images,  a  compression  ratio  of  thousands  to  ten  thousands  is  achieved.  More  importantly,  the  CB3M  representation 
has  object  contents  represented,  which  provides  the  following  benefits  for  many  applications,  such  as  urban 
transportation  planning,  aerial  surveillance  and  urban  modeling.  The  panoramic  mosaics  provide  a  synopsis  of  the 
scene  with  all  the  3D  objects  and  dynamic  objects  in  a  single  view.  The  3D  contents  of  the  CB3M  representation 
make  further  object  recognition  and  higher-level  feature  extraction  possible.  The  motion  contents  of  the  CB3M 
representation  provide  dynamic  measurements  of  moving  targets  in  the  large-scale  scene. 

We  will  continue  to  work  on  two  directions  in  advancing  and  extending  the  technologies  proposed  in  this  report. 
First,  in  the  CB3M  representation  presented  in  this  paper,  however,  many  details  and  practical  issues  have  not  been 
considered.  First,  more  experiments  are  needed  with  both  simulated  and  real  video  sequences  to  evaluate  the  coding 
and  compression  capabilities  of  this  representation.  Second,  in  order  to  use  the  CB3M  representations  for  real 
applications,  further  enhancements  are  also  needed.  For  example,  in  the  current  implementation,  only  3D  parametric 
information  of  planar  patches  in  a  single  reference  mosaic  is  obtained.  Since  different  visibilities  are  shown  in 
mosaics  with  different  viewing  directions,  we  want  to  extend  the  approach  presented  in  the  paper  to  produce 
multiple  depth  maps  with  multiple  reference  mosaics  and  then  integrate  the  results  by  performing  occlusion  analysis. 
Third,  developing  higher-level  representations  that  group  the  lower-level  natural  patches  for  physical  objects  may 
also  be  very  useful  for  many  applications  (Li  &  Zhu,  2008).  For  example,  the  neighboring  regions,  which  have  been 
extracted  in  the  patch  and  interest  point  extraction  stage,  and  which  are  important  in  object  recognition  and 
occlusion  handling  in  image  rendering,  are  not  represented  in  the  current  model.  Finally,  in  our  experiments,  we 
only  handled  those  moving  objects  that  do  not  obey  the  epipolar  geometry  of  the  pushbroom  stereo,  i.e.  they  do  not 
move  in  the  direction  of  the  camera.  Otherwise  we  have  to  assume  they  move  on  a  ground  plane.  This  is  mostly 
valid  for  aerial  videos,  but  for  ground  video  sequences  captured  on  a  ground  vehicle  for  scenes  with  other  moving 
vehicles  and  humans,  the  method  proposed  at  the  end  of  Section  4  should  be  applied.  This  also  requires  further 
analysis  of  relations  of  object  regions  (patches).  Even  with  aerial  videos,  it  will  be  useful  to  be  able  to  detect  moving 
targets  in  air  and  other  erratic  behaviors,  for  example  people  walking  on  top  of  parking  garages. 
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Second,  we  would  like  to  generalize  the  pushbroom  stereo  mosaicing  approach  with  more  general  camera  motion. 
For  example,  as  we  have  briefly  discussed  in  Section  9,  we  are  working  on  stereo  mosaicing  with  circular  camera 
motion,  and  we  have  derived  a  geometric  model  for  such  a  case.  Flowever,  the  experimental  results  are  still  very 
preliminary.  More  implementation  efforts  are  needed  for  algorithmic  details.  In  the  long  term,  we  would  also  like  to 
combine  pushbroom  stereo  mosaicing  techniques  in  linear  and  circular  motion  cases,  and  generalize  them  to 
situations  with  more  general  camera  motion  paths.  We  also  realize  that  camera  orientation  estimation  with  many 
video  frames  is  still  a  challenging  issue,  and  we  hope  that  the  results  of  this  paper  will  stimulate  more  interests  in  the 
research  and  development  of  this  problem. 
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